
  IS:7519-1974    Hammer Drive Screw    Catalogue Datasheet B4D27
 Type U

Parameter→

ISO Size↓ Min Max Min Max Min Max Min Max

00 1.45 1.52 2.29 2.51 0.66 0.86 1.17 1.24

0 1.83 1.90 3.00 3.23 1.04 1.24 1.52 1.60

2 2.46 2.54 3.71 4.12 1.50 1.75 2.03 2.11

4 2.85 2.95 4.90 5.36 1.91 2.18 2.34 2.44

6 3.45 3.56 6.10 6.60 2.31 2.62 2.84 2.95

8 4.12 4.24 7.29 7.85 2.72 3.05 3.35 3.45

10 4.50 4.62 8.48 9.12 3.12 3.48 3.71 3.84

Quote the item code given below with your order/ inquiries: Dimensions in mm

Pilot length 

s
Size→ 

Length↓ 00 0 2 4 6 8 10

2.4 B4D2700204 B4D2720204

3.2 B4D2700302 B4D2720302 B4D2702302

0.90 4.5 B4D2700405 B4D2720405 B4D2702405 B4D2704405

6.5 B4D2700605 B4D2720605 B4D2702605 B4D2704605 B4D2706605 B4D2708605

(8) B4D2700008 B4D2720008 B4D2702008 B4D2704008 B4D2706008 B4D2708008 B4D2710008

9.5 B4D2700905 B4D2720905 B4D2702905 B4D2704905 B4D2706905 B4D2708905 B4D2710905

13 B4D2700013 B4D2720013 B4D2702013 B4D2704013 B4D2706013 B4D2708013 B4D2710013

16 B4D2720016 B4D2702016 B4D2704016 B4D2706016 B4D2708016 B4D2710016

19 B4D2720019 B4D2702019 B4D2704019 B4D2706019 B4D2708019 B4D2710019

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher. Data is strictly informative
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Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process.  
Refer: ISO 3506-2 Annex F


