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ISO 8750 SPIRAL PIN Catalogue Data Sheet BOEO7
a Stainless Steel A1/1.4310 (SS301)
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Nom Size-> @1.0 @1.2 @1.5 @3
Outer Dia d1 Max 1.15 1.35 1.73 2.25 2.78 3.30
Min 1.05 1.25 1.62 2.13 2.65 3.15
d2 Max 0.95 1.15 1.40 1.90 2.40 2.90
S 0.08 0.10 0.13 0.17 0.21 0.25
chamfera | both ends 0.30 0.40 0.50 0.70 0.70 0.90
Recommended Max 1.04 1.24 1.60 2.10 2.60 3.10
hole size Min 1.00 1.20 1.50 2.00 2.50 3.00
e | 00 0.60 1.00 1.80 2.80 4.00
Quote the item code given below with your order/ inquiries: Dimensions in mm
Lengthd, Nom Size-> ?1.0 ?1.2 @1.5 @2 @2.5 @3
4 B9E0701004 | B9E0710204 | B9E0710504 | B9E0702004 | B9E0720504
5 B9E0701005 | B9E0710205 | B9E0710505 | B9E0702005 | B9E0720505
6 B9E0701006 | B9E0710206 | B9E0710506 | B9E0702006 | B9E0720506
8 B9E0701008 | B9E0710208 | B9E0710508 | B9E0702008 | B9E0720508 | B9E0703008
10 B9E0701010 | B9E0710210 | B9E0710510 | B9E0702010 | B9E0720510 | B9E0703010
12 B9E0701012 | B9E0710212 | B9E0710512 | B9E0702012 | B9E0720512 | B9E0703012
14 B9E0701014 | B9E0710214 | B9E0710514 | B9E0702014 | B9E0720514 | B9E0703014
16 B9E0701016 | B9E0710216 | B9E0710516 | B9E0702016 | B9E0720516 | B9E0703016
18 B9E0702018 | B9E0720518 | B9E0703018
20 B9E0702020 | B9E0720520 | B9E0703020
22 B9E0720522 | B9E0703022
24 B9E0720524 | B9E0703024
26 B9E0703026
28 B9E0703028
30 B9E0703030
32 B9E0703032

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher.

Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process

Refer: ISO 3506-2 Annex F
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Nom Size-> @3.5 o4 @5 @6 @10
Outer Dia d1 Max 3.84 4.40 5.50 6.50 8.63 10.80
Min 3.67 4.20 5.25 6.25 8.30 10.35
d2 Max 3.40 3.90 4.85 5.85 7.80 9.75
S 0.29 0.33 0.42 0.50 0.67 0.84
chamfera | both ends 1.00 1.10 1.30 1.50 2.00 2.50
Recommended Max 3.62 4.12 5.12 6.15 8.15 10.15
hole size Min 3.50 4.00 5.00 6.00 8.00 10.00
el Y 7.40 11.20 16.50 29.00 46.00
Quote the item code given below with your order/ inquiries: Dimensions in mm
Lengthd, Nom Size-> @3.5 @4 @5 @6 (}] @10
8 B9E0730508 | B9E0704008
10 B9E0730510 | B9E0704010 | B9E0705010
12 B9E0730512 | B9E0704012 | B9E0705012 | B9E0706012
14 B9E0730514 | B9E0704014 | B9E0705014 | B9E0706014
16 B9E0730516 | B9E0704016 | B9E0705016 | B9E0706016 | B9E0708016 | BO9E07310016
18 B9E0730518 | B9E0704018 | B9E0705018 | B9E0706018 | B9E0708018 | BO9E07310018
20 B9E0730520 | B9E0704020 | B9E0705020 | B9E0706020 | B9E0708020 | BO9E07310020
22 B9E0730522 | B9E0704022 | B9E0705022 | B9E0706022 | B9E0708022 | B9E07310022
24 B9E0730524 | B9E0704024 | B9E0705024 | B9E0706024 | B9E0708024 | BO9E07310024
26 B9E0730526 | B9E0704026 | B9E0705026 | B9E0706026 | B9E0708026 | BO9E07310026
28 B9E0730528 | B9E0704028 | B9E0705028 | B9E0706028 | B9E0708028 | BO9E07310028
30 B9E0730530 | B9E0704030 | B9E0705030 | B9E0706030 | B9E0708030 | BO9E07310030
32 B9E0730532 | B9E0704032 | B9E0705032 | B9E0706032 | B9E0708032 | BO9E07310032
35 B9E0704035 | B9E0705035 | B9E0706035 | B9E0708035 | B9E07310035
40 B9E0704040 | B9E0705040 | B9E0706040 | B9E0708040 | B9E07310040
45 B9E0704045 | B9E0705045 | B9E0706045 | B9E0708045 | B9E07310045
50 B9E0704050 | B9E0705050 | B9E0706050 | B9E0708050 | B9E07310050

Sizes in BLUE are non-prefered. Availability is limited and MOQ_is higher.

Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process

Refer: ISO 3506-2 Annex F




