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COLOUR BLIND RIVETS DOMED HEAD (~ DIN EN 1SO 15977) Catalogue Sheet No. E1D31G

Rivet Body  Aluminium Al-Mg 2.5 / Al-Mg 3.5
Mandrel Steel zinc plated
Frmax
D2 | D1 |3 f o
. g : Dimensions in MM
Rivet Size Hole Size Shear Tensile D1 L [Rivet Length] D2 k d P
1)) s %‘ %% Rivet Dia Tolerance Head Dia Hd Thickness | Stem Dia th:gr:h
2.4 Al.Mg2.5 2.5mm 315N 355N 2.4 +0.08/-0.1 +1.0/-0.2 5.0 +0/-0.7 0.7 +/-0.15 1.45 227.0
3.2 Al.Mg2.5 3.3 mm 760N 980N 3.2 +0.08/-0.1 +1.0/-0.2 6.5+0/-0.7 | 0.8+/-0.15 1.75 227.0
4 Al.Mg3.5 4.1 mm 1200N 1600N 4.0 +0.08/-0.15 +1.0/-0.2 8.0+0/-1.0 1.0+ /-0.3 2.10 227.0
éi[i F-Max @is Part No %1_#(7_ Part No @i\? F-Max
Al | 2] LR
2.4x4.0 mm 8.4 mm 0.5-2.0 mm E1D3124504G 4.0x5.0mm | E1D3104505G | 1.5-2.5mm | 9.9 mm
2.4 x6.0 mm 10.4 mm 2.0-4.0 mm E1D3124506G 4.0x6.0mm | E1D3104506G | 1.5-3.0 mm | 10.9 mm
2.4 x 8.0 mm 12.4 mm 4.0-6.0 mm E1D3124508G 4.0x7.0mm | E1D3104507G | 2.0-4.0 mm | 11.9 mm
24x10.0mm | 14.4 mm 6.0-8.0 mm E1D3124510G 4.0x8.0mm | E1D3104508G | 3.0-5.0 mm | 12.9 mm
24x12.0mm | 16.4 mm 8.0-10.0 mm E1D3124512G 4.0x10.0 mm | E1D3103510G | 5.0-6.5 mm | 14.9 mm
3.2x4.0 mm 8.9 mm 0.5-1.5 mm E1D3132504G 4.0x12.0 mm | E1D3104512G | 6.5-8.5mm | 16.9 mm
3.2x 5.0 mm 9.9 mm 1.0-2.5 mm E1D3132505G 4.0x 14.0 mm | E1D3104514G | 8.5-10.5 mm | 18.9 mm
3.2x6.0 mm 10.9 mm 1.5-3.0 mm E1D3132506G 4.0x 16.0 mm | E1D3103516G | 10.5-12.5 mm| 20.9 mm
3.2x 8.0 mm 12.9 mm 3.0-5.0 mm E1D3132508G 4.0x 18.0 mm | E1D3104518G | 12.5-14.5 mm| 22.9 mm
3.2x10.0mm | 149 mm 5.0-7.0 mm E1D31325010G 4.0x20.0 mm | E1D3104520G | 14.5-16.5 mm| 24.9 mm
3.2x12.0mm | 16.9 mm 7.0-9.0 mm E1D31325012G 4.0x22.0 mm | E1D3104522G | 15.5-18.0 mm| 26.9 mm
3.2x14.0mm | 18.9mm 9.0-11.0 mm | E1D31325014G 4.0x23.0 mm | E1D3104523G | 16.5-19.0 mm| 27.9 mm
3.2x16.0mm | 209 mm | 11.0-13.0 mm | E1D31325016G 4.0 x 25.0 mm | E1D3104525G | 19.0-21.5 mm| 29.9 mm
3.2x18.0mm | 229 mm | 13.0-15.0 mm | E1D31325018G 4.0x30.0 mm | E1D3104530G | 21.5-26.0 mm| 34.9 mm
3.2x20.0mm | 249 mm | 15.0-17.0 mm | E1D31325020G 4.0 x 35.0 mm | E1D3104535G | 26.0-30.0 mm| 39.9 mm
3.2x25.0mm | 299 mm | 17.0-22.0 mm | E1D31325025G

Sizes is in blue are limited availability. MOQ will be higher.

Data is strictly informative
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COLOUR BLIND RIVETS DOMED HEAD (~ DIN EN ISO 15977)

Catalogue Sheet No. E1D31G

Rivet Body  Aluminium Al-Mg 2.5 / Al-Mg 3.5 RAL 9005 BLACK
Mandrel Steel zinc plated
Fmax
D2 | DY ) i d .
: - csssane J
I k P
Dimensions in MM
Rivet Size Hole Size Shear Tensile D1 L [Rivet Length] D2 k d P
@ [—t) % @ Rivet Dia Tolerance Head Dia | Hd Thickness | Stem Dia th'::h
4.8 Al.Mg3.5 4.9 mm &/ 0oN 2250N 4.8 +0.08/-0.15 +1.0/-0.2 9.5+0/-1.0 1.1+/-0.3 2.70 227.0
L 230mm 1200N | L 230mm 1900N
?'IC F-Max m Part No I§1 ) Part No %ﬁs F-Max
LR 5L L 1Y

4.8 x 6.0 mm 11.4mm 1.0-3.0 mm E1D3148506G 4.8 x25.0 mm | E1D3148525G (18.0-21.0 mm| 30.4 mm
4.8x7.0mm 12.4 mm 2.0-4.0 mm E1D3148507G 4.8 x28.0 mm | E1D3148528G (21.0-23.5 mm| 33.4 mm
4.8 x 8.0 mm 13.4 mm 3.0-4.5 mm E1D3148508G 4.8 x30.0 mm | E1D3148530G | 23.0-25.0 mm| 35.4 mm
4.8x10.0mm | 154 mm 4.5-6.0 mm E1D31485010G 4.8 x35.0 mm | E1D3148535G | 25.0-30.0 mm| 40.4 mm
4.8x12.0mm | 17.4 mm 6.0-8.0 mm E1D31485012G 4.8 x 40.0 mm | E1D3148540G | 30.0-35.0 mm| 45.4 mm
4.8x14.0mm | 19.4 mm 8.0-10.0 mm | E1D31485014G 4.8 x45.0 mm | E1D3148545G | 35.0-40.0 mm| 50.4 mm
4.8x16.0mm | 21.4mm 10.0-12.0 mm | E1D31485016G 4.8 x 50.0 mm | E1D3148550G | 40.0-45.0 mm| 55.4 mm
4.8x18.0mm | 23.4mm 12.0-14.0 mm | E1D31485018G 4.8 x55.0 mm | E1D3148555G (45.0-50.0 mm| 60.4 mm
4.8x20.0mm | 254 mm 14.0-16.0 mm | E1D31485020G 4.8 x60.0 mm | E1D3148560G | 50.0-55.0 mm| 65.4 mm
4.8x22.0mm | 27.4mm 16.0-18.0 mm | E1D31485022G 4.8 x65.0 mm | E1D3148565G | 5.0-60.0 mm | 70.4 mm

Sizes is in blue are limited availability. MOQ will be higher.

Data is strictly informative




