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   Short Machine Taps

Effi  cient internal thread cutting. 
The short structural type makes that tap usable by 
machine and hand.

Application:
non abrasive material up to 900 N/mm²
unalloyed and low alloyed steel

 Short Machine Taps
 Form D for through holes
 and blind holes

 Short Machine Taps
 Form B for through holes

M D1 D2 L1 L2 No. Part No No. €
M 2 x 0,4 2,0 2,8 36 8 2,1 1,60 110101001 L2F6502000 110201001 7,26
M 2,5 x 0,45 2,5 2,8 40 9 2,1 2,05 110101002 L2F6520500 110201002 7,26
M 3 x 0,5 3,0 3,5 40 11 2,7 2,50 110101003 L2F6503000 110201003 4,10
M 3,5 x 0,6 3,5 4,0 45 13 3,0 2,90 110101004 L2F6530500 110201004 4,50
M 4 x 0,7 4,0 4,5 45 13 3,4 3,30 110101005 L2F6504000 110201005 4,10
M 5 x 0,8 5,0 6,0 50 16 4,9 4,20 110101006 L2F6505000 110201006 4,21
M 6 x 1,0 6,0 6,0 50 19 4,9 5,00 110101007 L2F6506000 110201007 4,56
M 8 x 1,25 8,0 6,0 56 22 4,9 6,80 110101008 L2F6508000 110201008 5,38
M 10 x 1,5 10,0 7,0 70 24 5,5 8,50 110101009 L2F6510000 110201009 6,44
M 12 x 1,75 12,0 9,0 75 29 7,0 10,20 110101010 L2F6512000 110201010 9,12
M 14 x 2,0 14,0 11,0 80 30 9,0 12,00 110101011 L2F6514000 110201011 11,11
M 16 x 2,0 16,0 12,0 80 32 9,0 14,00 110101012 L2F6516000 110201012 15,20
M 18 x 2,5 18,0 14,0 95 40 11,0 15,50 110101013 L2F6518000 110201013 18,71
M 20 x 2,5 20,0 16,0 95 40 12,0 17,50 110101014 L2F6520000 110201014 20,58
M 22 x 2,5 22,0 18,0 100 40 14,5 19,50 110101015 L2F6522000 110201015 29,23
M 24 x 3,0 24,0 18,0 110 50 14,5 21,00 110101016 L2F6524000 110201016 32,75
M 27 x 3,0 27,0 20,0 110 50 16,0 24,00 110101017 L2F6527000 110201017 45,02
M 30 x 3,5 30,0 22,0 125 56 18,0 26,50 110101018 L2F6530000 110201018 59,64
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Form D 
straight flutes

Chip removal 
(like picture)

through holes
& blind holes 

up to 2 x D

3-4 threads

ISO2/6H
material:

HSSG
to 800 N/mm²

22,2 HRC

outside cooling 
and lubrication

M Metric coarse thread
ISO DIN 13

Form B with 
spiral point

Chip removal 
(like picture)

through holes
up to 4 x D

4-5 threads

ISO2/6H
material:

HSSG
to 900 N/mm²

27,1 HRC

outside cooling 
and lubrication

Shank: DIN 352
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