Expandet Jet-Drive ®

Expandet Jet-Drive® is suitable for fixing of lightweight
objects in plasterboards.
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INSTALLATION:

ADVANTAGES

- Fast and easy fixing of lightweight objects
in plasterboards.

+ No pre-drilling.

+ Poz. 2 slot in both Jet-Drive® and screw.

1]
Mount Jet-Drive® on screwdriver or bit (poz.
2). Press Jet-Drive® against the wall, where the
fixture is wanted
. .
Type Load capacities
s o Nrec vrec
DIMENSION
Recommendedtensionload | Recommended shear load 2]
kN* kN* Screw Jet-Drive® flush with the wall. Avoid over-
Jet-Drive® Metal 14x32 0,10(0,14) 0,18 tightening
Jet-Drive® Nylon 14 x 32 0,10 0,10
M Loads are recommended maximum in plasterboards with 100 mm spacing.
Numbers in () are only valid for fixing in two layer plasterboard.
Safety factor is included (=3). 1 kN =100 kg.
NOTE: |Isthe recommended spacing not applied the load capacity will be reduced.
Tighten the screw through the fixture and into
the Jet-Drive®
4]

The installation is finished
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Expandet Jet-Drive ®

EXPANDET JET-DRIVE® (Technical Sheet No. 104)

TYPE THICKNESS LENGTH | THICKNESS EXPANDET PCS. Part No EAN 13
DIMENSION OF BOARD OF SCREW | OF FIXTURE A ARTICLENO. | PERBOX PER BOX
(MAX.)
MM MM MM

Jet-Drive® Metal 14x 32 9-26 961100 100 - 5708620099828

Jet-Drive® Metal* 14 x 32 9-26 30 15 961000 100 N1L0614032 5708620096841
Jet-Drive® Nylon*14x32 | 913 30 10 961001 100 N4L0614032 | 5708620096858
* Supplied with screw: 4,5 x 30 mm.

Expandet Screw Anchors A/S « TIf. +45 70 22 79 79 « Fax +45 70 22 79 89 - salg@expandet.dk « www.expandet.dk




