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4 x 32 0,15 0,20

4 x 45 0,15 0,40

5 x 52 0,18 0,60

5 x 65 0,20 0,50

5 x 80* 0,20 0,50

6 x 52 0,18 0,30

6 x 65 0,20 0,50

6 x 80* 0,30 0,50

8 x 65 0,30 0,50

Expandet Metal Cavity Anchor

* Useable in 3 layer plasterboards or 2 layers + 1 tile .
 Loads are recommended maximum in plasterboards with 300 mm spacing   
 between each Metal Cavity Anchor . 
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load-capacity will be reduced .

Expandet Metal Cavity Anchor is suitable for fixing cable 
trays, brackets, piping, and boards, etc . 

Can be used with all metric threaded screws in 
plasterboards with cavity . Installation with special installing 
tool . See page 25 .

Expandet Metal Cavity Anchor is zinc plated with min . 5 µm .

INSTALLATION:

Drill a hole through the board material, and insert 
the Metal Cavity Anchor

Place the installing tool around the screw and 
pull the anchor up against the wall

Place the object and tighten the screw . Avoid 
overtightening screw to prevent damaging the 
board

The installation is finished

Type Load capacities

DIMENSION
Nrec Vrec

Recommended tension load
kN

Recommended shear load
kN

A D VA N TAG E S
• Suitable in all materials with cavities.
• Useable with all metric threaded screws.

ACC E S S O R I E S :
Installation tool - especially recommended when fixing on 
hard or smooth surfaces . Always use HSS-drills when fixing 
in plasterboards .
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M4 x 32   5-14   8 37 16 904032 100 5708620099378
M4 x 45 18-26   8 49 16 904045 100 5708620099385

M5 x 52   3-16 10 57 24 905052 100 5708620099392
M5 x 65 22-32 10 70 24 905065 100 5708620099408
M5 x 80 32-45 10 85 26 905080 100 5708620099415

M6 x 52   3-16 12 57 24 906052 100 5708620099965

M6 x 65 23-32 12 70 26 906065   50 5708620099972
M6 x 80 32-45 12 85 26 906080   50 5708620099453

M8 x 65 23-32 13 70 26 908065   50 5708620201986

910100  1 5708620099422

910101  1 5708620203508

Expandet  Metal Cavity Anchor

EXPANDET METAL CAVITY ANCHOR (Technical Sheet No. 105)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET INSTALLING TOOL FOR M4, M5, M6

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Installing tool for M4, M5 og M6

EXPANDET INSTALLING TOOL FOR M4, M5, M6 OG M8

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Installing tool for M4, M5, M6 og M8
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Part No

N1L5304032

N1L5304045

N1L5305052

N1L5305065

N1L5305080

N1L5306052

N1L5306065

N1L5306080

N1L5308065
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Part No

Part No

N7L28910100

N7L28910101


