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5 x   26 0,30 0,40 - -

5 x   50 0,30 0,40 - -

6 x   30 0,70 1,00 0,50 0,80

6 x   60 0,70 1,00 0,50 0,80

6 x   80 0,70 1,00 0,50 0,80

6 x 100 0,70 1,00 0,50 0,80

8 x   70 1,00 1,30 0,80 1,10

8 x   90 1,00 1,30 0,80 1,10

8 x 110 1,00 1,30 0,80 1,10

8 x 130 1,00 1,30 0,80 1,10
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Expandet Express Nail

Expandet Express Nail is for quick fixings on the 
construction site . Used for fixing of wooden objects in 
solid brick and concrete . 

Through fixing .

INSTALLATION:

A D VA N TAG E S
• Quick fixing .
• Easy to countersink .

Type Load capacities
DIAMETER Concrete 25 N/mm2 Solid brick 15 N/mm2

Tension load

Nrec

Shear load 

Vrec

Tension load

Nrec

Shear load

Vrec

 Recommended load capacity is maximum in concrete C20/25 .

   Recommended load capacity is maximum in solid brick with a compressive strength of  
      minimum 15N/mm2 .

   Safety factor is included (≥ 3) .     1 kN ≈ 100 kg .

Drill a hole through fixture and into the  base-
material

Clean the drilled hole thoroughly

Insert the Express Nail with a hammer

The installation is finishedJC
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5 x   26 5 20 6 965026 100 5708620096575
5 x   50 5 20 30 965050 100 5708620097220

6 x   30 6 25 3 966030 100 5708620096506
6 x   60 6 30 30 966060 100 5708620096513
6 x   80 6 30 50 966080 100 5708620096520
6 x 100 6 30 70 966100 100 5708620096582

8 x   70 8 40 30 968070 100 5708620096537
8 x   90 8 40 50 968090 100 5708620096544
8 x 110 8 40 70 968110 100 5708620096551
8 x 130 8 40 90 968130 100 5708620096568
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Expandet Express Nail

EXPANDET EXPRESS NAIL, zinc plated (Technical Sheet No. 306)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

EMBEDMENT
DEPTH
(MIN.)

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     Part No

N1L5505026

N1L5505050

N1L5506030

N1L5506060

N1L5506080

N1L5506100

N1L5508070

N1L5508090

N1L5508110

N1L5508130
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