Expandet Brass Anchor

Expandet Brass Anchor for mounting of metric
screws, bolts, threaded rods etc. in solid brick,
concrete, sand lime brick and wood.
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- Suitable for fixing i all solid materials - also in wood. |

L
=

L

o

9

2

8 INSTALLATION:
o3

v ADVANTAGES

(U] « Short embedment depth. |
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« Useable together with all screw-types with metric thread.

Drill a hole in correct diameter and depth

Type Load capacities
NRd de
DIMENSION -
Recommended tensionload = Recommended shear load
kN* kN®
4x16 0,30 0,30
5x20 0,40 0,40
6x24 0,80 0,80 2 ]
Clean the drilled hole thoroughly
8x30 1,50 1,50
10x34 2,10 2,10
12 x40 3,00 3,00
16 x 40 4,00 4,00 |
¢ Design tension load capacity is valid for a single anchor in concrete C20/25 not
influenced by edge distance and/or spacing I|
© Recommended shear load capacitiy is valid for a single anchor in concrete C20/25
not influenced by edge distance and/or spacing
Insert Brass Anchor and mount the screw. The
screw length shall at least be anchor length +
thickness of fixture
4] |

When the screw is tightened towards the
bottom of the Brass Anchor, the Brass Anchor
expands and the installation is finished
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Expandet Brass Anchor

EXPANDET BRASS ANCHOR (Technical Sheet No. 310)

TYPE DRILL EMBEDMENT ISKRUNINGS-  EXPANDET PCS. EAN 13
DIMENSION DIA. DEPTH DYBDE ARTICLENO. PERBOx Part No PER BOX
(MIN.) (MAX.)
MM MM MM MM
4x16 5 18 16 973004 100 N8L3704016 5708620096735
5x20 6 22 20 973005 100 N8L3705020 5708620096742
6x24 8 27 24 973006 100 N8L3706024 5708620096759
8x30 10 35 30 973008 100 N8L3708030 5708620096766
10x34 12 36 34 973010 100 N8L3710034 5708620096773
12 x40 16 45 40 973012 50 N8L3712040 5708620096780
16 x 40 20 49 44 973016 25 N8L3716040 5708620096797
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