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ETA

MMS-I 7,5 x 55 • 55 4,1 - 2,8 -

MMS-ST 6 x 60 (M6x8) • 50 4,2 - 3,6 -

MMS-ST 7,5x70 (M8x14) • 50 3,6 - 2,5 -

MMS-ST 10 x 80 (M10x11) • 55 5,6 - 4,1 -

MMS-MS 7,5 x 50 • 45 3,3 4,6 2,2 4,6

MMS-P 5 x 30 • 30 1,8 2,6 1,3 2,2

MMS-P 5 x 50 • 35 2,5 2,6 1,8 2,6

MMS-F 6 x 40 • 30 2,0 3,5 1,4 2,5

MMS-F 6 x 60 • 45 3,0 3,9 2,0 3,6

MMS-F 6 x 80 • 45 3,0 3,9 2,0 3,6

MMS-R 6 x 40 • 40 2,2 - 1,6 -
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INSTALL ATION:

Expandet Multi-Monti Concrete Bolt
Expandet Multi-Monti concrete bolts for fast and reliable fixing 
of installation systems, mounting rails, brackets and suspended 
ceilings . Fast and economical solution due to small drill diameter 
and reduced installation time .

Option 1 in concrete Fire classified
R120

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

The installation is finished

Screw in the Multi-Monti using a socket ratchet or 
wrench - manual or machine driven

A D VA N TAG E S
• Expansion free.
• Through fixing.
• Installation is economic and easy - without use of special tools.
• Reduction of installation time up to 50%.
• Torque control is not required.
• Can be installed close to edges.
• 6 different head types - wide scope.
• Anchorages can be designed in Expandet Calculation Software.

Type Design Load Capacities
DIAMETER Embed-

ment 

depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 
VRd

Tension 
load

NRd

Shear 
load
VRd

•  Not included in ETA-Assessment .
 Design resistance for tension is valid for a single anchor in concrete C20/25 not influenced by  
      edge distance and/or spacing .

For Load capacities in lighweight concrte, hollow core slabs, solid sand-lime brick see 
Technical Sheet No . 401c .
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MMS   7,5 x   50 • 6 5 50 45 31,5 SKF975050 50 5708620202860
MMS 10,0 x   80 8 15 75 65 47,5 SKF910080 25 5708620202891
MMS 12,0 x   90 10 15 85 75 54,5 SKF912090 25 5708620202907

   

MMS-I 7,5 x  60 6 M8 / M10 60 55 40,0 SK975055I 50 5708620201245

   

MMS-ST 6 x 60     (M  6x  5) • 5 15 55 50 36,5 SK906060M 100 5708620201252
MMS-ST 7,5 x 70 (M  8x14) • 6 25 55 50 36,0 SK975070M 50 5708620201269
MMS-ST 10 x 80  (M10x11) • 8 25 65 55 39,0 SK910080M 50 5708620201276
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Expandet Multi-Monti concrete bolt 
with flange

EXPANDET MULTI-MONTI CONCRETE BOLT with flange (Technical Sheet No. 401a)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 1, CE-marked
Fire classiffication: R120
• Not included in ETA-Assessment

Expandet MULTI-MONTI CONCRETE BOLT with internal combi thread, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

INNER 
THREAD 

DIAMETER
MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 1, CE-marked
Fire classiffication: R120

EXPANDET MULTI-MONTI CONCRETE BOLT  with external thread, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Fire classiffication: R120
• Not included in ETA-Assessment

Expandet Multi-Monti concrete bolt with flange 
for installation of brackets, installation systems and 
mounting rails .

Expandet Multi-Monti concrete bolt with internal combi 
thread (M8 / M10), can be used for fixing of suspended 
ceilings, cable tray, pipes, Fire sprinkler system etc .

Expandet Multi-Monti concrete bolt with external 
thread, can be used for fixing of suspended ceilings, 
cable tray, pipes, Fire sprinkler system etc .

M7,5-M16:
Fire classified

R120
Option 1 in concrete

Expandet Multi-Monti concrete bolt 
with internal combi thread, 
zinc plated. 

Expandet Multi-Monti concrete bolt 
with external thread, 
zinc plated. 
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MMS-F  6,0 x  40 • 5 10 35 30 19,5 906040U 200 5708620201313
MMS-F  6,0 x  60 • 5 15 50 45 32,3 906060U 100 5708620201320
MMS-F  6,0 x  80 • 5 35 55 45 32,3 906080U 50 5708620201337

MMS-P 5,0 x  30 • 4 1 35 30 20,5 905030P 200 5708620201290
MMS-P 5,0 x  50 • 4 15 40 35 24,8 905050P 200 5708620201306

   

MMS-MS 7,5 x  50 • 6 5 50 45 31,5 975050H 100 5708620201283

   

MMS-R  6 x  40 • 5 - 45 40 28,0 906040Ø 200 5708620201344
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EXPANDET MULTI-MONTI CONCRETE BOLT with eye (Ceiling anchor), Ø8, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Fire classiffication: R120
• Not included in ETA-Assessment

Expandet Expandet Multi-Monti 
concrete bolt with countersunk 
head or pan head, zinc plated

EXPANDET MULTI-MONTI CONCRETE BOLT with countersunk or pan head, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

• Not included in ETA-Assessment

Expandet Multi-Monti concrete bolt 
with large head (17 mm)

EXPANDET MULTI-MONTI CONCRETE BOLT  with large head (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Fire classiffication: R120
• Not included in ETA-Assessment

Expandet Multi-Monti concrete bolt 
with eye (Ceiling anchor), Ø8, 
zinc plated

Expandet Multi-Monti with large 17 mm head is for fixing of 
cabel tray, brackets installation systems, mounting rails and 
suspended ceilings .

Expandet Multi-Monti concrete bolt with countersunk 
head and pan head are for fixing of lamps, pendants and 
bathroom accessories .

Expandet Multi-Monti with eye for fixing of suspended 
ceilings, temperary construction lightning etc .


