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ETA

1]

2]

3]

4]

M6 • 6,0 (5,0) 4,0 (5,6) 4,0 4,0 (5,6) 27 2,0 2,2

M8 8,0 8,8 (9,6) 6,0 6,9 35 2,8 (3,2) 3,2

M10 10,6 11,1 9,1 (8,0) 9,1 45 /52 4,0 4,6

M12 17,6 (16,7) 20,0 (21,6) 11,8 20,0 (21,6) 55 6,5 6,5

M16 24,0 33,0 (40,0) 17,2 33,0 65 9,0 18,0

M20 33,6 51,8 (61,4) 23,1 46,3 90 16,0 24,0

C
O

N
C

R
E
TE

 Option 7 Non-cracked   
 concrete Fire classified

R120

Expandet Throughbolt EXG II is suitable for fixing 
of heavy objects like steel- and wood structures, 
base plates and brackets in concrete. Approved for 
loadbearing constructions in non-cracked concrete. 
Fire resistance classification: R120. 

Through fixing.

Expandet Throughbolt EXG II

INSTALL ATION:

Design resistance is valid for a single anchor in concrete C20/25 for 
EXG II (zinc plated & Hot Dipped Galvanized) and EXG-A4 II
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Design load capacitis are valid for a single anchor in concrete C20/25 not influ-
enced by edge distance and/or spacing.
* Not part of the ETA-Assessment: valid for dimensions: 6 x 40 ; 10 x 60 ; 
   10 x 70 ; 12 x 75 ; 16 x 90 & 20 x 120
•  M6 in Hot Dipped Galvanized is not included in ETA
() All the numbers in () are valid for EXG II A4

A D VA N TAG E S
• High load capacities.
• Is supplied assembled.
• Letter marked head - easy inspection.
• Through fixing.
• Long thread – suitable for stand-of fixing.
• Anchorages can be designed in Expandet Calculating 
  Software.

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

Hammer in the Throughbolt as through fixing. 
Tighten the anchor to the fixture using a torque 
wrench

The installation is finishedJC
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EXG II   6 x   40  *   6 5 35     5 35 0706040EG    100 5708620075211
EXG II   6 x   67   6 10 55   20 45 0706067EG    100 5708620075228
EXG II   6 x   97   6 40 55 50 45 0706097EG    100 5708620075235

EXG II   8 x   50  *   8 5 45     5 45 0708050EG    100 5708620075242
EXG II   8 x   60   8 4 55     4 55 0708060EG    100 5708620075259
EXG II   8 x   75   8 10 65  19 55 0708075EG    100 5708620075266
EXG II   8 x   95   8 30 65   39 55 0708095EG    100 5708620075273
EXG II   8 x 110   8 45 65 54 55 0708110EG    100 5708620075280
EXG II   8 x 165   8 55 65 109 55 0708165EG      50 5708620076171

EXG II 10 x   60  * 10 100 55 5 55 0710060EG      50 5708620075310
EXG II 10 x   70  * 10 5 60 10 60 0710070EG      50 5708620076195
EXG II 10 x   90 10 15 70 21 65 0710090EG      50 5708620075334
EXG II 10 x 105 10 30 70 36 65 0710105EG      50 5708620075341
EXG II 10 x 120 10 45 70 51 65 0710120EG      50 5708620075358
EXG II 10 x 145 10 60 70 66 65 0710145EG      50 5708620075365
EXG II 10 x 175 10 100 70 106 65 0710175EG      50 5708620075372
EXG II 10 x 215 10 140 70 146 65 0710215EG      25 5708620075389

EXG II 12 x   75  * 12 5 65 5 65 0712075EG      25 5708620075396
EXG II 12 x 110 12 15 90 30 75 0712110EG      25 5708620075402
EXG II 12 x 125 12 30 90 45 75 0712125EG      25 5708620075419
EXG II 12 x 145 12 50 90 65 75 0712145EG      25 5708620075426
EXG II 12 x 160 12 65 90 80 75 0712160EG      25 5708620075433
EXG II 12 x 180 12 85 90 100 75 0712180EG      25 5708620075440
EXG II 12 x 200 12 105 90 120 75 0712200EG      25 5708620075457
EXG II 12 x 240 12 145 90 160 75 0712240EG      20 5708620075464

EXG II 16 x   90  * 16 5 75 5 75 0716090EG      20 5708620075471
EXG II 16 x 115 16 13 95 13 95 0716115EG      20 5708620075488
EXG II 16 x 130 16 10 110 28 95 0716130EG      20 5708620075495
EXG II 16 x 150 16 30 110 48 (46) 95 0716150EG      20 5708620075501
EXG II 16 x 180 16 60 110 78 95 0716180EG      20 5708620075518
EXG II 16 x 220 16 100 110 118 95 0716220EG      10 5708620075525
EXG II 16 x 250 16 130 110 148 95 0716250EG      10 5708620075532
EXG II 16 x 285 16 165 110 183 95 0716285EG      10 5708620075549
EXG II 16 x 320 16 200 110 218 95 0716320EG      10 5708620075556

EXG II 20 x 120 20 10 100 10 100 0720120EG      10 5708620075563
EXG II 20 x 180 20 35 130 57 120 0720180EG      10 5708620075570
EXG II 20 x 205 20 60 130 82 120 0720205EG      10 5708620075587
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Expandet Throughbolt EXG II
zinc plated

EXPANDET THROUGHBOLT EXG II, zinc plated (Technical Sheet No. 402a.1)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD REDUCED EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     MAX. THICKNESS 

OF FIXTURE
MM

DRILL 
DEPTH

MM

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

ETA, Option 7, CE-marked
Fire resistance classification R120 (120 minutes)
VDS approved: M8-M10

* Is not included in ETA, reduced embedment depth

Part No

N1L3306040

N1L3306067

N1L3306097

N1L3308050

N1L3308060

N1L3308075

N1L3308095
N1L3308110

N1L3308165

N1L3310060

N1L3310070

N1L3310090

N1L3310120

N1L3310105

N1L3310145

N1L3310175

N1L3310215

N1L3312075

N1L3312110

N1L3312125

N1L3312145

N1L3312160

N1L3312180

N1L3312200

N1L3312240

N1L3316090

N1L3316115

N1L3316130

N1L3316150

N1L3316180

N1L3316220

N1L3316250

N1L3316285

N1L3316320

N1L3320120

N1L3320180

N1L3320205JC
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EXG II   6 x   40  *   6 5 35     5 35 0706040VG    100 5708620075594
EXG II   6 x   67   6 10 55   20 45 0706067VG    100 5708620075600
EXG II   6 x   97   6 40 55 50 45 0706097VG    100 5708620075617

EXG II   8 x   50  *   8 5 45     5 45 0708050VG    100 5708620075624
EXG II   8 x   60   8 4 55     4 55 0708060VG    100 5708620075631
EXG II   8 x   75   8 10 65  19 55 0708075VG    100 5708620075648
EXG II   8 x   95   8 30 65   39 55 0708095VG    100 5708620075655
EXG II   8 x 110   8 45 65 54 55 0708110VG    100 5708620075662
EXG II   8 x 165   8 55 65 109 55 0708165VG      50 5708620075686

EXG II 10 x   60  * 10 100 55 5 55 0710060VG      50 5708620075693
EXG II 10 x   70  * 10 5 60 10 60 0710070VG      50 5708620076201
EXG II 10 x   90 10 15 70 21 65 0710090VG      50 5708620075709
EXG II 10 x 105 10 30 70 36 65 0710105VG      50 5708620075716
EXG II 10 x 120 10 45 70 51 65 0710120VG      50 5708620075723
EXG II 10 x 145 10 60 70 66 65 0710145VG      50 5708620075730
EXG II 10 x 175 10 100 70 106 65 0710175VG      50 5708620075747
EXG II 10 x 215 10 140 70 146 65 0710215VG      25 5708620075754

EXG II 12 x   75  * 12 5 65 5 65 0712075VG      25 5708620075761
EXG II 12 x 110 12 15 90 30 75 0712110VG      25 5708620075778
EXG II 12 x 125 12 30 90 45 75 0712125VG      25 5708620075785
EXG II 12 x 145 12 50 90 65 75 0712145VG      25 5708620075792
EXG II 12 x 160 12 65 90 80 75 0712160VG      25 5708620075808
EXG II 12 x 180 12 85 90 100 75 0712180VG      25 5708620075815
EXG II 12 x 200 12 105 90 120 75 0712200VG      25 5708620075822
EXG II 12 x 240 12 145 90 160 75 0712240VG      20 5708620075839

EXG II 16 x   90  * 16 5 75 5 75 0716090VG      20 5708620075846
EXG II 16 x 115 16 13 95 13 95 0716115VG      20 5708620075853
EXG II 16 x 130 16 10 110 28 95 0716130VG      20 5708620075860
EXG II 16 x 150 16 30 110 48 (46) 95 0716150VG      20 5708620075877
EXG II 16 x 180 16 60 110 78 95 0716180VG      20 5708620075884
EXG II 16 x 220 16 100 110 118 95 0716220VG      10 5708620075891
EXG II 16 x 250 16 130 110 148 95 0716250VG      10 5708620075907
EXG II 16 x 285 16 165 110 183 95 0716285VG      10 5708620075914
EXG II 16 x 320 16 200 110 218 95 0716320VG      10 5708620075921

EXG II 20 x 120 20 10 100 10 100 0720120VG      10 5708620075938
EXG II 20 x 180 20 35 130 57 120 0720180VG      10 5708620075945
EXG II 20 x 205 20 60 130 82 120 0720205VG      10 5708620075952
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Expandet Throughbolt EXG II
Hot Dip Galvanized 

EXPANDET THROUGHBOLT EXG II, Hot Dip Galvanized  (Technical Sheet No. 402a.1)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD REDUCED EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     MAX. THICKNESS 

OF FIXTURE
MM

DRILL 
DEPTH

MM

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

ETA, Option 7, CE-marked
Fire resistance classification R120 (120 minutes)
VDS approved: M8-M10

* Is not included in ETA, reduced embedment depth

 Option 7 Non-cracked   
 concrete Fire classified

R120
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EXG II   6 x   40  *   6 5 35     5 35 0706040A4    100 5708620075969
EXG II   6 x   67   6 10 55   20 45 0706067A4    100 5708620075976

EXG II   8 x   50  *   8 5 45     5 45 0708050A4    100 5708620075983
EXG II   8 x   60   8 4 55     4 55 0708060A4    100 5708620075990
EXG II   8 x   75   8 10 65  19 55 0708075A4    100 5708620076003
EXG II   8 x   95   8 30 65   39 55 0708095A4    100 5708620076010
EXG II   8 x 110   8 45 65 54 55 0708110A4    100 5708620076027

EXG II 10 x   60  * 10 100 55 5 55 0710060A4      50 5708620076034
EXG II 10 x   90 10 15 70 21 65 0710090A4      50 5708620076041
EXG II 10 x 105 10 30 70 36 65 0710105A4      50 5708620076058
EXG II 10 x 120 10 45 70 51 65 0710120A4      50 5708620076065
EXG II 10 x 145 10 60 70 66 65 0710145A4      50 5708620076072

EXG II 12 x   75  * 12 5 65 5 65 0712075A4      25 5708620076089
EXG II 12 x 110 12 15 90 30 75 0712110A4      25 5708620076096
EXG II 12 x 125 12 30 90 45 75 0712125A4      25 5708620076102
EXG II 12 x 145 12 50 90 65 75 0712145A4      25 5708620076119
EXG II 12 x 160 12 65 90 80 75 0712160A4      25 5708620076126

EXG II 16 x 115 16 13 95 13 95 0716115A4      20 5708620076133
EXG II 16 x 150 16 30 110 48 (46) 95 0716150A4      20 5708620076140

EXG II 20 x 180 20 35 130 57 120 0720180A4      10 5708620076157
EXG II 20 x 205 20 60 130 82 120 0720205A4      10 5708620076164
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Expandet Throughbolt EXG-A4 II
Stainless steel A4 (316)

EXPANDET THROUGHBOLT EXG-A4 II, Stainless steel A4 (316) (Technical Sheet No. 402a.1)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD REDUCED EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     MAX. THICKNESS 

OF FIXTURE
MM

DRILL 
DEPTH

MM

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

ETA, Option 7, CE-marked
Fire resistance classification R120 (120 minutes)
VDS approved: M8-M10

 Option 7 Non-cracked   
 concrete Fire classified

R120
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