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ETA

VdS

M8 60 (52) 6,4 (6,0) 12,0 (10,4) 3,3 12,0 (10,4)

M10 75 (67) 7,7 (8,0) 17,6 (16,0) 6,0 17,6 (16,0)

M12 90 (80) 13,4 24,0 10,6 (10,7) 24,0

M16 110 (95) 20,0 48,0 (44,0) 16,6 37,6
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Expandet Throughbolt  BZ for fixing of heavy objects 
like steel- and wood structures, base plates and brackets 
in cracked and non-cracked concrete . Approved for 
loadbearing constructions . Fire resistance classification: 
R120 .  Throughfixing . 
M8-M24 (Swiss shock Approval) 

Expandet Throughbolt BZ

INSTALL ATION:

A D VA N TAG E S
• High load capacities.
• Supplied as an assembled unit.
• Marking of setting depth.
• Letter marked head – easy inspection.
• Approved in cracked concrete.
• Fire approved.
• Can be supplied in stainless steel HCR (High Corrosion 
   Resistance) .
• Anchorages can be designed in Expandet
• Calculation Software.

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

Hammer in the Throughbolt as through fixing . 
Tighten the anchor to the fixture using a torque 
wrench

The installation is finished

Option 1 in concrete Fire classified
R120

Swiss shock 
Approval

Type Design load capacities

DIAMETER Embed-
ment 
depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 

VRd

Tension 
load

NRd

Shear 
load

VRd

()    Loads in ( ) are only valid for BZ - A4 stainless steel .
 Design resistance for tension ia valid for a single anchor in concrete C20/25 not influenced  
      by edge distance and/or spacing .

 Design resistance for shear is valid for a single anchor in concrete ≥C20/25 not influenced  
      by edge distance and/or spacing .
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BZ   8 x   75   8 10 60 708075BZ    100 5708620074696
BZ   8 x   95   8 30 60 708095BZ    100 5708620074702
BZ   8 x 115   8 50 60 708115BZ    100 5708620074719

BZ 10 x   90 10 10 75 710090BZ      50 5708620074726
BZ 10 x   95 10 20 75 710095BZ      50 5708620074733
BZ 10 x 110 10 30 75 710110BZ      50 5708620074740
BZ 10 x 130 10 50 75 710130BZ      50 5708620074757

BZ 12 x 115 12 20 90 712115BZ      25 5708620074764
BZ 12 x 125 12 30 90 712125BZ      25 5708620075150
BZ 12 x 145 12 50 90 712145BZ      25 5708620074771
BZ 12 x 160 12 65 90 712160BZ      25 5708620075167
BZ 12 x 180 12 85 90 712180BZ      25 5708620074788
BZ 12 x 200 12 105 90 712200BZ      25 5708620075174
BZ 12 x 220 12 125 90 712220BZ      25 5708620074795
BZ 12 x 240 12 145 90 712240BZ      20 5708620074801
BZ 12 x 255 12 160 90 712255BZ      20 5708620074818

BZ 16 x 135 16 15 110 716135BZ      20 5708620075181
BZ 16 x 145 16 25 110 716145BZ      20 5708620074825
BZ 16 x 170 16 50 110 716170BZ      20 5708620074832
BZ 16 x 220 16 100 110 716220BZ      10 5708620074849
BZ 16 x 260 16 140 110 716260BZ      10 5708620074856
BZ 16 x 300 16 180 110 716300BZ      10 5708620074863
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Expandet Throughbolt BZ
zinc plated

EXPANDET THROUGHBOLT BZ, zinc plated (Technical Sheet No. 402b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PR. ÆSKE

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

M20 & M24 BZ-Throughbolts, zinc plated are available on request.
ETA, Option 1, CE-marked
Fire resistance classification: R120
M8-M24 (Swiss shock Approval)

Part No

N1L3408075

N1L3408095

N1L3408115

N1L3410090

N1L3410095

N1L3410110

N1L3410130

N1L3412115

N1L3412125

N1L3412145

N1L3412160
N1L3412180

N1L3412200

N1L3412220

N1L3412240

N1L3412255

N1L3416135

N1L3416145

N1L3416170

N1L3416220

N1L3416260

N1L3416300
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BZ-A4   8 x   75 *   8 10 60 708075BZA4    100 5708620074870
BZ-A4   8 x   95 *   8 30 60 708095BZA4    100 5708620074887
BZ-A4   8 x 115 *   8 50 60 708115BZA4    100 5708620074894

BZ-A4 10 x   90 * 10 10 75 710090BZA4      50 5708620074900
BZ-A4 10 x   95 * 10 15 75 710095BZA4      50 5708620074917
BZ-A4 10 x 110 * 10 30 75 710110BZA4      50 5708620074924
BZ-A4 10 x 130 * 10 50 75 710130BZA4      50 5708620074931

BZ-A4 12 x 110 * 12 15 90 712110BZA4      25 5708620075198
BZ-A4 12 x 115 * 12 20 90 712115BZA4      25 5708620074948
BZ-A4 12 x 125 * 12 30 90 712125BZA4      25 5708620075204
BZ-A4 12 x 145 * 12 50 90 712145BZA4      25 5708620074955
BZ-A4 12 x 180 * 12 85 90 712180BZA4      25 5708620074962
BZ-A4 12 x 220 * 12 125 90 712220BZA4      25 5708620074979

BZ-A4 16 x 140 * 16 25 110 716140BZA4      20 5708620074986
BZ-A4 16 x 170 * 16 50 110 716170BZA4      20 5708620074993
BZ-A4 16 x 215 * 16 100 110 716215BZA4      10 5708620075006
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Expandet Throughbolt 
BZ-A4 stainless steel

EXPANDET THROUGHBOLT BZ-A4 stainless steel (Technical Sheet No. 402b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PR. ÆSKE

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

* Available on request
M20 BZ-A4 Throughbolts are available on request
ETA, Option 1, CE-marked
Fire resistance classification: R120
M8-M24 (Swiss shock Approval)

Option 1 in concrete Fire classified
R120

Swiss shock 
Approval

JC
 G

UPTA &
 S

ONS


