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ETA

VdS

M6 60 8,0 14,1) 3,3 14,1

M8 70 10,6 23,9 8,0 22,3

M10 85 16,6 38,5 10,6 28,7

M12 95 20,0 48,0 17,7 34,3

M16 120 26,6 67,2 24,0 48,0

M20 150 33,0 93,9 33,0 67,0
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EXPANDET Heavy Duty Anchor SZ-S . For fixing of 
medium to heavy duty applications where extra 
high degree of load capacity is required in both 
cracked and non-cracked concrete . 
Fire resistance classification: R120 .

Expandet Heavy Duty Anchor SZ-S

INSTALL ATION:

A D VA N TAG E S

• High Steel strength
• Easy installation – Through fixing.
• Approved for use in cracked concrete.
• Can also be supplied with threaded bolt and nut or 
   countersunk head .
• Anchorages can be designed in Expandet Calculation       
   Software .

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

Hammer in the Heavy Duty Anchor as through 
fixing . Tighten the anchor to the fixture using a 
torque wrench

The installation is finished

Option 1 in concrete Fire classified
R120

Type Design load capacities

DIAMETER Embed-
ment 
depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 

VRd

Tension 
load

NRd

Shear 
load

VRd

 Design resistance for tension ia valid for a single anchor in concrete C20/25 not influenced by edge  
      distance and/or spacing .
 Design resistance for shear is valid for a single anchor in concrete ≥C20/25 not influenced by edge  
      distance and/or spacing . 

Swiss shock 
Approval
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SZ-S 10/10   6 x   70 10 65 10 SZS1010 50 5708620075013
SZ-S 10/30   6 x   90 10 65 30 SZS1030 50 5708620075020
SZ-S 10/50   6 x 110 10 65 50 SZS1050 50 5708620075037

SZ-S 12/10   8 x   80 12 80 10 SZS1210 50 5708620075044
SZ-S 12/30   8 x 100 12 80 30 SZS1230 50 5708620075051
SZ-S 12/50   8 x 120 12 80 50 SZS1250 25 5708620075068

SZ-S 15/15 10 x 100 15 95 15 SZS1515 25 5708620075075
SZ-S 15/25 10 x 110 15 95 25 SZS1525 25 5708620075082
SZ-S 15/45 10 x 130 15 95 45 SZS1545 25 5708620075099

SZ-S 18/10 12 x 110 18 105 10 SZS1810 20 5708620075105
SZ-S 18/20 12 x 120 18 105 20 SZS1820 20 5708620075112
SZ-S 18/40 12 x 140 18 105 40 SZS1840 20 5708620075129

SZ-S 24/20 16 x 140 24 130 20 SZS2420 10 5708620075136
SZ-S 24/50 16 x 170 24 130 50 SZS2450 10 5708620075143
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Expandet Heavy Duty Anchor SZ-S

EXPANDET HEAVY DUTY ANCHOR SZ-S 8.8 steel, zinc plated (Technical Sheet No. 406)

TYPE DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

FITTING
 THICKNESS 

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PR. ÆSKE

M20 (SZ-S 28), available on request
ETA, Option 1, CE-marked
Fire resistance classification: R120.
VDS Approval: M8-M20
M8-M20 Swiss Shock Approval

Option 1 in concrete Fire classified
R120

Swiss shock 
Approval

Part No

N5L3606070

N5L3506090

N5L3506110

N5L3508080

N5L3508100

N5L3508120

N5L3510100

N5L3510110

N5L3510130

N5L3512110

N5L3512120

N5L3512140

N5L3516140

N5L3516170
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