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ETA

Ø8 -   10 x   60 (15/10) 45/50 3,3/3,3 3,3/3,3 1,6/2,2 1,6/2,2

Ø8 -   10 x   75 (30/25/10) 45/50/65 3,3/3,3/6,6 3,3/3,3/6,6 1,6/2,2/2,4 1,6/2,2/4,1

Ø8 -   10 x 100 (55/50/35) 45/50/65 3,3/3,3/6,6 3,3/3,3/6,6 1,6/2,2/2,4 1,6/2,2/4,1

Ø8 -   10 x 130 (85/80/65) 45/50/65 3,3/3,3/6,6 3,3/3,3/6,6 1,6/2,2/2,4 1,6/2,2/4,1

Ø10 - 12 x   60 (10) 50 5,4 5,4 3,9 3,9

Ø10 - 12 x   85 (35/25/10) 50/60/75 5,4/5,4/8,8 5,4/5,4/8,8 3,9/3,9/5,0 3,9/3,9/5,0

Ø10 - 12 x 100 (50/40/25) 50/60/75 5,4/5,4/8,8 5,4/5,4/8,8 3,9/3,9/5,0 3,9/3,9/5,0

Ø10 - 12 x 130 (80/70/55) 50/60/75 5,4/5,4/8,8 5,4/5,4/8,8 3,9/3,9/5,0 3,9/3,9/5,0

Ø14 - 16 x   80 (20/10) 60/70 9,1/9,1 18,2/18,2 7,0/7,0 14,0/14,0

Ø14 - 16 x 120 (60/50/5) 60/70/115 9,1/9,1/19,4 18,2/18,2/35,6 7,0/7,0/11,1 14,0/14,0/22,2
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• Expansion free.
• Through fixing.
• Installation is economic and easy - without use of special tools.
• Reduction of installation time up to 50%.
• Torque control is not required.
• Can be installed close to edges.
• ETA approved in Option 1, for use in cracked and non-cracked 
  concrete .
• Anchorages can be designed in Expandet Calculation Software.

Type * Design Load Capacities
DIAMETER

(Thickness of 
fixture 1,2,3) 

mm

Embed-
ment 
depth
1,2,3
mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear load 

VRd

Tension 
load

NRd

Shear load

VRd

  Design resistance for tension is valid for a single anchor in concrete C20/25 not influenced  
         by edge distance and/or spacing

*       How to read the "Type" coloum:

Drill 
dia .

Anchor
dia .

Anchor 
length

Thickness 
of fixture

Ø8 10 x 100 (55 / 50/ 35)
                        

INSTALL ATION:

Expandet C-Bolt with flange
Expandet C-Bolt with flange for fixings in cracked and 
non-cracked concrete and lightweight concrete . It can 
be used for fixing brackets, balcony railings, machines, 
wood- and steel structures etc . Expandet C-Bolt with 
flange is easy to deal with and is economical . It has a 
small drill diameter and expansion free installation . 
Through fixing .

Option 1 in concrete

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

The installation is finished

Install C-Bolt using a socket ratchet or wrench - 
manual or machine driven

Fire classified
R120
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Ø8 -  10 x   60 (15/10) 8 55/60 45/50 30/34 C910060 100 5708620209906
Ø8 -  10 x   75 (30/25/10) 8 55/60/75 45/50/65 30/34/37 C910075 50 5708620209913
Ø8 -  10 x 100 (55/50/35) 8 55/60/75 45/50/65 30/34/37 C910100 50 5708620209920
Ø8 -  10 x 130 (85/80/65) 8 55/60/75 45/50/65 30/34/37 C910130 50 5708620209937

Ø10 - 12 x   60 (10) 10 60 50 33 C912060 50 5708620209944
Ø10 - 12 x   85 (35/25/10) 10 60/70/85 50/60/75 30/42/54 C912085 50 5708620209951
Ø10 - 12 x 100 (50/40/25) 10 60/70/85 50/60/75 30/42/54 C912100 50 5708620209968
Ø10 - 12 x 130 (80/70/55) 10 60/70/85 50/60/75 30/42/54 C912130 25 5708620209975

Ø14 - 16 x   80 (20/10) 14 70/80 60/70 40/48 C916080 25 5708620209982
Ø14 - 16 x 120 (60/50/5) 14 70/80/125 60/70/115 40/48/86 C916120 20 5708620209999
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Expandet C-Bolt

EXPANDET C-BOLT, with flange hex head, zinc plated (Technical Sheet No. 411)

TYPE 
DIMENSION *

MM

DRILL
DIA.

MM

DRILL
DEPTH
1, 2, 3

MM

EMBEDMENT 
DEPTH
1, 2, 3

MM

EFFECTIVE 
ANCHORAGE 

DEPTH
1, 2, 3

MM

EXPANDET
ARTICKLE 

NO.

PCS. 
PER BOX

EAN 13
PER BOX      

ETA, Option 1, CE-marked
Fire classiffication: R120

* How to read the "type-coloum:

Drill
dia .

Anchor
dia .

Anchor
length

Thickness 
of fixture

Ø8 10 x 100 (55 / 50/ 35)
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Part No

N1L4610060

N1L4610075

N1L4610100

N1L4610130

N1L4612060

N1L4612085

N1L4612100

N1L4612130

N1L4616080

N1L4616120
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