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   Machine Taps - Form B for through holes and Form C Left-hand thread

L1

ØD2 ØD

L2

Shank: DIN 5156

Tap for machine use in through hole and for left-hand 
thread in through and blind holes.
The spiral point pushes the chips ahead.

 Machine Tap
 for general use

 Machine Tap
 for stainless steels

 Machine Tap
 for general use
 Left-hand thread

     

G(BSP) D1 D2 L1 L2 No. € No. € No. €
BSP 1/8 x 28 9,73 7,0 90 20 5,5 8,80 130401001 15,59 130405001 35,33 130502001 22,27
BSP 1/4 x 19 13,16 11,0 100 22 9,0 11,80 130401002 19,71 130405002 51,61 130502002 27,51
BSP 3/8 x 19 16,66 12,0 100 22 9,0 15,25 130401003 23,39 130405003 59,37 130502003 34,52
BSP 1/2 x 14 20,95 16,0 125 25 12,0 19,00 130401004 34,53 130405004 77,19 130502004 48,56
BSP 5/8 x 14  22,91 18,0 125 25 14,5 21,00 130401005 40,09 130405005 87,90 130502005 56,13
BSP 3/4 x 14  26,44 20,0 140 28 16,0 24,50 130401006 51,23 130405006 102,72 130502006 71,28
BSP 7/8 x 14  30,20 22,0 150 28 18,0 28,25 130401007 64,59 130405007 178,24
BSP 1'' x 11  33,25 25,0 160 30 20,0 30,75 130401008 80,19 130405008 219,88 130502007 71,84
BSP 1.1/8 x 11  37,90 28,0 170 30 22,0 35,30 130401009 118,06 130405009 274,46
BSP 1.1/4 x 11  41,91 32,0 170 30 24,0 39,50 130401010 140,33 130405010 309,84
BSP 1.3/8 x 11  44,32 36,0 180 32 29,0 41,70 130401011 186,00 130405011 377,44
BSP 1.1/2 x 11  47,80 36,0 190 32 29,0 45,25 130401012 201,58 130405012 411,77
BSP 1.3/4 x 11 53,74 40,0 190 32 32,0 51,20 130401013 291,79 130405013 529,78
BSP 2'' x 11 59,61 45,0 220 40 35,0 57,00 130401014 322,99 130405014 551,46

Form B with 
spiral point

Chip removal 
(like picture)

through holes
up to 4 x D

4-5 threads

medium
material:

HSSE
to 900 N/mm²

27,1 HRC

outside cooling 
and lubrication

Form B with 
spiral point

Chip removal 
(like picture)

through holes
up to 2,5 x D

4-5 threads

medium
material:

HSSE TiAlN
to 1300 N/mm²

 41 HRC

outside cooling 
and lubrication

Form C 
straight flutes

Chip removal 
(like picture)

through holes
& blind holes 

up to 2 x D

2-3 threads

medium
material:

HSSE
to 900 N/mm²

27,1 HRC

outside cooling 
and lubrication
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 5156
G-Rohr (BSP)
British standard whitworth pipe thread 
DIN ISO 228


