
ASME B18.16.6    NYLOCK NUT
Prevailing torque type nut with non metallic insert

Quote the item code given below with your order/ inquiries: Dimensions in inches

Thread Size Across 
corners

Thickness

d min max e min m min min max

2-56 0.180 0.188 0.205 0.081 0.141 0.153
4-40 0.241 0.25 0.275 0.081 0.141 0.153
6-32 0.302 0.312 0.344 0.103 0.172 0.188
8-32 0.332 0.344 0.378 0.140 0.234 0.249

10-24 0.362 0.375 0.413 0.140 0.234 0.249
12-24 0.423 0.438 0.482 0.225 0.298 0.328
1/4-20 0.428 0.438 0.488 0.225 0.298 0.328

5/16-18 0.489 0.500 0.557 0.250 0.329 0.359
3/8-16 0.551 0.563 0.628 0.335 0.438 0.468

7/16-14 0.675 0.688 0.768 0.335 0.438 0.468
1/2-13 0.736 0.750 0.840 0.464 0.579 0.609

9/16-12 0.861 0.875 1.010 0.469 0.626 0.656
5/8-11 0.922 0.938 1.051 0.593 0.735 0.765
3/4-10 1.088 1.125 1.240 0.742 0.860 0.890
7/8-9 1.269 1.312 1.447 0.790 0.969 0.999

1-8 1.450 1.500 1.653 0.825 1.016 1.078
1 1/8-7 1.631 1.688 1.859 0.930 1.141 1.203
1 1/4-7 1.812 1.875 2.066 1.125 1.360 1.422

Sizes in blue are limited availability. MOQ will be higher Data is strictly informative
Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the 

manufacturing process.  Refer: ISO 3506-2 Annex F
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