
ASME B 18.6.3 CSK PHILLIPS Catalogue Datasheet B4uB05-1
UNC SERIES  100 DEG CSK

#2-56 #4-40 #6-32 #8-32 #10-24 #12-24 1/4"-20

0.086 0.112 0.138 0.164 0.190 0.216 0.250
(2.18 mm) (2.84 mm) (3.51 mm) (4.17 mm) (4.83 mm) (5.49 mm) (6.35 mm)

min 0.142 0.188 0.235 0.282 0.329 0.380 0.437
max 0.162 0.212 0.262 0.312 0.362 0.412 0.477

0.037 0.049 0.06 0.072 0.083 0.098 0.11
0.088 0.018 0.148 0.162 0.178 0.232 0.24

1 1 2 2 2 3 3

Thread Class - 2A

Quote the item code given below with your order/ inquiries: Dimensions in inches

#2-56 #4-40 #6-32 #8-32 #10-24 #12-24 1/4"-20

B4uB05256148 B4uB05440148

B4uB05256162 B4uB05440162 B4uB05632162

B4uB05256179 B4uB05440179 B4uB05632179 B4uB05832179 B4uB05124179 B4uB05224179 B4uB05620179

B4uB05256191 B4uB05440191 B4uB05632191 B4uB05832191 B4uB05124191 B4uB05224191 B4uB05620191

B4uB05256113 B4uB05440113 B4uB05632113 B4uB05832113 B4uB05124113 B4uB05224113 B4uB05620113

B4uB05256115 B4uB05440115 B4uB05632115 B4uB05832115 B4uB05124115 B4uB05224115 B4uB05620115

B4uB05256119 B4uB05440119 B4uB05632119 B4uB05832119 B4uB05124119 B4uB05224119 B4uB05620119

B4uB05256123 B4uB05440123 B4uB05632123 B4uB05832123 B4uB05124123 B4uB05224123 B4uB05620123

B4uB05256125 B4uB05440125 B4uB05632125 B4uB05832125 B4uB05124125 B4uB05224125 B4uB05620125

B4uB05440128 B4uB05632128 B4uB05832128 B4uB05124128 B4uB05224128 B4uB05620128

B4uB05440131 B4uB05632131 B4uB05832131 B4uB05124131 B4uB05224131 B4uB05620131

B4uB05440138 B4uB05632138 B4uB05832138 B4uB05124138 B4uB05224138 B4uB05620138

B4uB05440141 B4uB05632141 B4uB05832141 B4uB05124141 B4uB05224141 B4uB05620141

B4uB05440144 B4uB05632144 B4uB05832144 B4uB05124144 B4uB05224144 B4uB05620144

B4uB05440151 B4uB05632151 B4uB05832151 B4uB05124151 B4uB05224151 B4uB05620151

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher. Data is strictly informative
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Screw dia d1

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the 

manufacturing process.  Refer: ISO 3506-2 Annex F

AISI 304  A2

Head Ht k, Ref 

Head 

Dia d2

Size→

Recess dia m Ref

Driver size

Length ↓Size→
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