
BS-1083 Nylock Nut BSW Catalogue Datasheet B4wC33

Prevailing torque type nut with non metallic insert

Quote the item code given below with your order/ inquiries: Dimensions in inches

Thread Size Across corners
Wrenching 

height
Height 

d min max e m h

3/16"-24 B4wC3362000* 0.300 0.325 0.374 0.154 0.242

1/4"-20 B4wC3362000 0.425 0.445 0.51 0.190 0.321

5/16"-18 B4wC3379000 0.51 0.525 0.61 0.240 0.378

3/8"-16 B4wC3391000 0.575 0.6 0.69 0.302 0.438

7/16"-14 B4wC3311000 0.685 0.71 0.82 0.365 0.528

1/2"-12 B4wC3313000 0.795 0.82 0.95 0.427 0.593

5/8"-11 B4wC3315000 0.975 1.010 1.170 0.552 0.722

3/4"-10 B4wC3319000 1.165 1.200 1.390 0.677 0.960

7/8"-9 B4wC3323000 1.260 1.300 1.500 0.740 1.012

1"-8 B4wC3325000 1.440 1.480 1.710 0.865 1.113

1-1/8"-7 B4wC3328000 1.630 1.670 1.930 0.990 1.239

1-1/4"-7 B4wC3331000 1.800 1.860 2.150 1.105 1.440

1-1/2"-6 B4wC3338000 2.160 2.220 2.560 1.355 1.734

1-3/4"-5 B4wC3344000 2.510 2.580 2.980 1.605 1.985

2"-4.5 B4wC3351000 2.680 2.760 3.190 1.730 2.125

Sizes in blue are limited availability. MOQ will be higher Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process.

Refer: ISO 3506-2 Annex F

Item Code

 Stainless Steel A2/1.4301 (SS304) 

* Not part of the standard

Width across flat s


