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FLAT HEAD

Dimensions in MM

Thread Size Part No Hole Size D1 
Body Length 

L
L1 ref Grip Range Pull-In

Maximum 

Torque

Dia

A2A3804110G 10.0

A2A3804210G 15.0

A2A3804115G 10.0

A2A3804215G 15.0

A2A3805110G 10.0

A2A3805210G 15.0

A2A3805115G 10.0

A2A3805215G 15.0

A2A3806110G 10.0

A2A3806210G 15.0

A2A3806115G 10.0

A2A3806215G 15.0

A2A3808115G 10.0

A2A3808215G 15.0

A2A3808120G 10.0

A2A3808220G 15.0

Data is purely informative

Characteristics
External screw thread can be furnished with a nut 

Especially suitable for thin material sheets
Mounting of components accessible from only one side 
No deforming or discoloration of the materials as seen in welding nuts or bolt

Electrical and Automotive

Medical Laboratory Technology

Construction and Kitchen Industry

Solar Technology

Applications

D1 = 5.4 mm

D2 = 8.0 mm

k = 0.6 mm

D1 = 6.5 mm

D2 = 9.0 mm

k = 0.8 mm

2.0-3.0

0.5-2.0

0.5-2.0

2.0-3.5

Dimensions

BLIND RIVET BOLTS

STEEL ZINC PLATED [AISI 1008]

D1 = 7.7 mm

D2 = 10.0 mm

k = 1.0 mm

D1 = 9.8 mm

D2 = 12.0 mm

k = 1.5 mm
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9.8 24.0 Nm

10.0 Nm

6.0 Nm

3.0 Nm

0.5-2.5

2.5-4.0

1.0-3.0

3.0-5.0

4000 N

8000 N 

11000 N 

21000 N 


