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Catalogue Datasheet E4C41G
BLIND RIVET NUT Aluminium AlMg 5 [ AISI 5056 ]

LARGE FLANGE [LF] OPEN

ROUND SHANK KNURLED, WITH SERRATION UNDER HEAD
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Dimensions in MM
. . . D1 Maximum
Thread Size Part No Grip Range Hole Size . D2 L k Pull-In
Body Dia Torque
COD’E . 1:5 s | D1 _| . Body Collar Ll
~—L gollar Ulg Length Thickness

M3 x0.5 1GR | E4C4103001G | 0.5-2.5 mm 5.0 mm 4.9 7.0 10.0 0.9 2500 N 0.7 Nm

M4 x 0.7 1GR | E4C4104001G | 0.5-3.0 mm 10.0
6.0 mm 5.9 9.0 1.0 3600 N 2.0Nm

M4 x 0.7 2GR | E4C4104002G 3.0-4.5 mm 11.5

M5 x 0.8 1GR | E4C4105001G | 0.5-3.0 mm 12.0
M5 x 0.8 2GR | E4C4105002G | 3.0-5.5 mm 7.0 mm 6.9 10.0 15.0 1.0 5500 N 4.0 Nm

M5 x 0.8 3GR | E4C4105003G 5.5-8.0 mm 18.0

M6 x 1.0 1GR | E4C4106001G | 0.5 -3.0 mm 14.5
M6 x 1.0 2GR | E4C4106002G | 3.0-5.5 mm 9.0 mm 8.9 13.0 16.0 1.5 8300 N 6.0 Nm

M6 x 1.0 3GR | E4C4106003G | 5.0 - 8.0 mm 19.5

M8 x 1.25 1GR| E4C4108001G | 0.5-3.0 mm 16.0
M8 x 1.25 2GR | E4C4108002G 3.0-5.5 mm 11.0 mm 10.9 16.0 18.5 1.5 13000 N 15.0 Nm

M8x1.253GR | E4C4108003G | 5.0 -8.0 mm 21.0

M10 x 1.5 1GR| E4c4110001G | 0.5 -3.0 mm 17.0
13.0 mm 12.9 19.0 2.0 20000 N 27.0 Nm

M10x 1.5 2GR | E4C4110002G | 3.0-6.0 mm 22.0

|M12 x 1.75 1GR| E4C4112001G | 1.0-4.0 mm 23.0
16.0 mm 15.9 23.0 2.0 28000 N 45.0 Nm

M12x1.75 2GR | E4C4112002G | 4.0 - 7.0 mm 26.0
Sizes in Blue are non preferred. Availability is limited and higher MOQ may apply. Data is strictly informative
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