
NEOPREN     (Rubber Nut)

Quote the item code given below with your order/ inquiries: Dimensions in MM

Thread Size Part No Grip Range D1                
Body Dia

Body Length L Collar Dia Collar 
Thickness (k)

M3 x 0.5 J2C4103001G 0.4-4.0 7.90 12.6 11.0 1.2 0.3-0.5 60

M4 x 0.7 J2C4104001G 0.4-4.0 7.90 12.6 11.0 1.2 0.3-0.5 70

J2C4105001G 0.4-4.9 14.1 12.7 0.3-0.7

J2C4105002G 4.0-10.0 21.5 14.0 0.4-0.7

J2C4105003G 7.9-15.0 26.5 14.0 0.4-0.9

J2C4105004G 20.5-30.0 39.0 14.0 0.5-1.0

J2C4106001G 0.4-4.0 16.0 16.0 1.3 0.6-1.0 60

J2C4106002G 0.8-4.7 21.1 19.0 4.7 0.6-1.0 70

J2C4106003G 6.4-11.5 26.7 16.0 2 0.6-1.0 70

J2C4106004G 11.5-23.0 13.00 35.0 16.0 1.3 0.6-1.0 60

J2C4106005G 26.0-38.0 12.70 50.0 16.0 3.2 0.8-1.0 60

J2C4108001G 0.4-4.0 18.3 21.5 3.2 1.0-1.5

J2C4108002G 3.9-9.5 27.9 21.5 5.7 1.0-1.5

J2C4108003G 2.0-18.0 30.0 20.5 2 1.0-1.5

J2C4108004G 15.0-35.0 50.0 20.0 1.6 1.0-1.6

M10 x 1.25 J2C4110001G 19.0-38.0 20.00 55.0 22.5 1.3 3.5-5.0 60

M12 x 1.75 J2C4112001G 38.0-56.0 24.00 78.0 27.0 1.3 5.0-7.0 60

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher. Data is purely informative

Mounting of components accessible from only one side

Absorption of vibration due to high elasticity & noise-damping 

Suitable for connection of metal & plastic components.

Corrosion-resistant

Thermally & electrically insulating. Resistant to temperatures from -30' C to +80' C

Easily detachable rivet connection 

No setting tool necessary, setting & releasing is carried out with a standard screw thread
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Catalogue Sheet No. J2C41G
EPDM with BRASS INSERT(Well Nut)

Characteristics

18.00

15.90

Torque 
Nm

60M8 x 1.25


