
Blind Rivet Nut  Semi-Hex RCSK Catalogue Data Sheet B6C44S
OPEN END

    Quote the item code given below with your order/ inquiries: Dimensions in MM
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M3x0.5 1GR B6C4403001S 0.3 - 1.5 5.00 4.90 6.0 5.8 9.0 5.0 0.5 4000 2.5 Nm

M4x0.7 1GR B6C4404001S 0.5 - 2.0 6.00 5.90 7.0 6.8 12.0 6.0 0.6 6300 3.0 Nm

M5x0.8 1GR B6C4405001S 0.5 - 2.5 7.00 6.90 8.0 7.6 14.0 7.0 0.6 8800 6.0 Nm

M6x1.0 1GR B6C4406001S 0.5 - 3.0 9.00 8.90 10.0 10.0 16.0 9.0 0.6 14000 10.0 Nm

M8x1.25 1GR B6C4408001S 0.5 - 3.0 11.00 10.90 12.0 12.1 17.0 11.0 0.6 15500 24.0 Nm

M10x1.5 1GR B6C4410001S 1.0 - 4.0 13.00 12.90 14.0 14.7 20.5 13.0 0.8 19500 45.0 Nm

M12x1.75 1GR B6C4412001S 1.0 - 4.0 16.00 15.90 17.5 17.6 24.0 16.0 0.8 21500 48.0 Nm

Sizes in blue are non-preferred with limited availability. MOQ is higher Data is strictly informative
Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties 

due to the manufacturing process.  Refer: ISO 3506-2 Annex F

AISI-316 A4


