
TRE-GO Domed Head with Grooved Mandrel Catalogue Dataheet E6D59
TRIPLE CLAW BLIND RIVETS Rivet Body Aluminium AlMG 5

Mandrel Aluminium AlCuMG 1

Dimensions in mm

Rivet Size Hole Size Shear Tensile D1 L [Rivet Length] D2 k d P

Ø Rivet Dia Tolerance Head Dia Hd Thickness Stem dia
Stem 

Length

5.2 mm 5.3-5.5 2700 N 1950 N 5.2 + 0.09 / -0.1 11.7 + 0 / -0.8 2.2 + / -0.3 2.90

6.3 mm 6.4-6.6 3780 N 2250 N 6.3 + 0.09 / -0.1 14.4 + 0/ -0.3 3.8 + / - 0.2 3.90

7.5 mm 7.6-7.8 5500 N 4400 N 7.5 + 0.09 / -0.1 18.6 + 0 / -0.5 5.0 + / - 0.3 4.30

F-Max
Grip 

Range S
Part No F-Max

Grip Range 

S

5.2 x 17.5 mm 22.10 0.5 - 4.8 E6D5952175G 6.3 x 20.2 mm 24.70 1.6 - 6.4

5.2 x 19.1 mm 23.70 1.5 - 6.4 E6D5952191G 6.3 x 23.4 mm 27.90 3.2 - 9.5

5.2 x 22.2mm 26.90 4.8 - 9.5 E6D5952222G 6.3 x 26.5 mm 31.00 6.4 - 12.7

5.2 x 25.4 mm 30.10 7.9 - 12.7 E6D5952254G 6.3 x 29.7 mm 34.20 9.5 - 15.9

5.2 x 28.6 mm 33.30 11.1 - 15.9 E6D5952286G 7.5 x 28.0 mm 32.20 1.1 - 9.5

5.2 x 31.8 mm 38.60 14.3 - 19.1 E6D5952318G 7.5 x 34.0 mm 38.20 6.4 - 15.9

7.5 x 37.0 mm 41.20 9.5 - 19.1

Characteristics:

→  Remainder of mandrel is mechanically locked

→  Splash proof with fitting drill hole 

→ Neoprone-washer under the rivet head stops water.

→  large, expanding closing head

→  High clamping capacity 

Applications:
→   Building Industry

Data is strictly informative →   Fastening of roofing sheets & cladding panels
→   Steel egineering & many others

+ 0.5 / -0.8 ≥ 25.4
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