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CHIPBOARD SCREW CSK TORX

(Wooden Thread)

Catalogue Data Sheet No. B6B53

AlSI 316 A4

Dia (d) 3 3.5 4 4.5 5 6 8 10
N;';";";' 6.00 7.00 8.00 9.00 10.00 12.00 15.00 19.00
Head
Thickness k 1.90 2.10 2.50 2.70 3.00 3.60 4.10 4.70
Drive Bit

Size TX10 TX10 TX20 TX20 TX25 TX25 TX40 TX40

Dimensions in MM
Quote the item code given below with your order/ inquiries:

L/Dia 3 3.5 4 4.5 5 6 8 10

10 B6B5303010 | B6B5330510 | B6B5304010

12 B6B5303012 | B6B5330512 | B6B5304012 | B6B5340512

16 B6B5303016 | B6B5330516 | B6B5304016 | B6B5340516 | B6B5305016

20 B6B5303020 | B6B5330520 | B6B5304020 | B6B5340520 | B6B5305020 | B6B5306020

25 B6B5303025 | B6B5330525 | B6B5304025 | B6B5340525 | B6B5305025 | B6B5306025

30 B6B5303030 | B6B5330530 | B6B5304030 | B6B5340530 | B6B5305030 | B6B5306030 | B6B5308030

35 B6B5303035 | B6B5330535 | B6B5304035 | B6B5340535 | B6B5305035 | B6B5306035

40 B6B5303040 | B6B5330540 | B6B5304040 | B6B5340540 | B6B5305040 | B6B5306040 | B6B5308040

45 B6B5303045 | B6B5330545 | B6B5304045 | B6B5340545 | B6B5305045 | B6B5306045

50 B6B5303050 | B6B5330550 | B6B5304050 | B6B5340550 | B6B5305050 | B6B5306050 | B6B5308050

55 B6B5304055 | B6B5340555 | B6B5305055 | B6B5306055

60 B6B5304060 | B6B5340560 | B6B5305060 | B6B5306060 | B6B5308060 | B6B5310060

65 B6B5304065 | B6B5340565 | B6B5305065 | B6B5306065

70 B6B5304070 | B6B5340570 | B6B5305070 | B6B5306070 | B6B5308070 | B6B5310070

80 B6B5304080 | B6B5340580 | B6B5305080 | B6B5306080 | B6B5308080 | B6B5310080

90 B6B5340590 | B6B5305090 | B6B5306090 | B6B5308090 | B6B5310090
100 B6B5345100 | B6B5305100 | B6B5306100 | B6B5308100 | B6B5310100

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher.
Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing
process. Refer: ISO 3506-2 Annex F




