
DIN 128A SPLIT SPRING WASHER Catalogue Data Sheet B9D09

Type A CURVED

Quote the item code given below with your order/ inquiries: Dimensions in mm

Nominal 
Size

Item Code
Outside 

Diameter

Bolt Size min max d2 max min max min max min max

M2 B9D0902000 2.10 2.40 4.40 0.70 0.90 0.80 1.00 0.40 0.60
M2.2 B9D0920200 2.30 2.60 4.80 0.80 1.00 0.90 1.10 0.50 0.70
M2.5 B9D0920500 2.60 2.90 5.10 0.90 1.10 0.90 1.10 0.50 0.70
M3 B9D0903000 3.10 3.40 6.20 1.10 1.30 1.20 1.40 0.60 0.80

M3.5 B9D0930500 3.60 3.90 6.70 1.10 1.30 1.20 1.40 0.60 0.80
M4 B9D0904000 4.10 4.40 7.60 1.20 1.40 1.40 1.60 0.70 0.90
M5 B9D0905000 5.10 5.40 9.20 1.50 1.70 1.70 1.90 0.90 1.10
M6 B9D0906000 6.10 6.50 11.80 2.00 2.20 2.35 2.65 1.20 1.40
M7 B9D0907000 7.10 7.50 12.80 2.00 2.20 2.35 2.65 1.20 1.40
M8 B9D0908000 8.10 8.50 14.80 2.45 2.75 2.85 3.15 1.50 1.70

M10 B9D0910000 10.20 10.70 18.10 2.85 3.15 3.30 3.70 1.70 1.90
M12 B9D0912000 12.20 12.70 21.10 3.35 3.65 3.80 4.20 1.95 2.25
M14 B9D0914000 14.20 14.70 24.10 3.90 4.30 4.30 4.70 2.25 2.55
M16 B9D0916000 16.20 17.00 27.40 4.50 5.10 4.80 5.20 2.65 2.95
M18 B9D0918000 18.20 19.00 29.40 4.50 5.10 4.80 5.20 2.65 2.95
M20 B9D0920000 20.20 21.20 33.60 5.10 5.90 5.80 6.20 3.00 3.40
M22 B9D0922000 22.50 23.50 35.90 5.10 5.90 5.80 6.20 3.00 3.40
M24 B9D0924000 24.50 25.50 40.00 6.50 7.50 6.75 7.25 3.80 4.20
M27 B9D0927000 27.50 28.50 43.00 6.50 7.50 6.75 7.25 3.80 4.20
M30 B9D0930000 30.50 31.70 48.20 9.50 10.50 7.75 8.25 5.80 6.20
M33 B9D0933000 33.50 34.70 55.20 10.30 11.30 9.75 10.25 5.80 6.20
M36 B9D0936000 36.50 37.70 58.20 12.00 14.20 9.75 10.25 5.80 6.20
M39 B9D0939000 39.50 40.70 61.20 12.00 14.20 9.75 10.25 5.80 6.20
M42 B9D0942000 42.50 43.70 68.20 14.00 16.50 11.75 12.25 6.75 7.25
M45 B9D0945000 45.50 47.00 71.20 14.00 16.50 11.75 12.25 6.75 7.25
M48 B9D0948000 49.00 50.50 75.00 14.00 16.50 11.75 12.25 6.75 7.25

Sizes in Blue are non preferred. Availability may be limited and MOQ higher Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing 
process.  Refer: ISO 3506-2 Annex F
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