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Quote the item code given below with your order/ inquiries: Dimensions in mm
For ?crew Item Code -In5|de (?ut5|de Height Thickness
Size Diameter Diameter
d DiTol H12 | De Tol h12 lo t Tol

B9D1803106 3.2 6.0 0.45 0.30

M3 B9D1803108 3.2 8.0 0.70 0.50 +0.02-0.06
B9D1804108 4.2 8.0 0.45 0.20
B9D1804208 4.2 8.0 0.55 0.30

M4 B9D1804308 4.2 8.0 0.60 0.40 +0.02 -0.06
B9D1804112 4.2 12.0 0.80 0.40
B9D1804212 4.2 12.0 0.80 0.50
B9D1805110 5.2 10.0 0.55 0.25

M5 B9D1805210 5.2 10.0 0.70 0.40 +0.02 -0.06
B9D1805310 5.2 10.0 0.75 0.50
B9D1806312 6.1 12.5 0.85 0.70 +0.03 -0.09

M6 B9D1806112 6.2 12.5 0.80 0.35
B9D1806212 6.2 12.5 0.85 0.50 +0.02 -0.06
B9D1806118 6.2 18.0 1.20 0.40
B9D1807114 7.2 14.0 0.80 0.35

M7 B9D1807214 7.2 14.0 0.90 0.50 | '0.02-0.06
B9D1807314 7.2 14.0 1.10 0.80 +0.03 -0.09
B9D1808115 8.2 15.0 1.25 0.80 +0.03 -0.09
B9D1808116 8.2 16.0 1.05 0.40

M8 B9D1808216 8.2 16.0 1.25 0.0 | '0-02-0.06
B9D1808316 8.2 16.0 1.25 0.90 +0.03 -0.09
B9D1808120 8.2 20.0 1.15 0.50 +0.02 -0.06
B9D1809118 9.2 18.0 0.60 0.45 +0.02 -0.06

M9 B9D1809218 9.2 18.0 1.40 0.70
B9D1809318 9.2 18.0 1.40 1.00 +0.03-0.09
B9D1810120 10.2 20.0 1.15 0.50
B9D1810220 10.2 20.0 1.20 0.60 +0.02-0.06

M10 B9D1810320 10.2 20.0 1.35 0.80
B9D1810420 10.2 20.0 1.40 0.90 +0.03 -0.09
B9D1810520 10.2 20.0 1.55 1.00
B9D1810620 10.2 20.0 1.55 1.10

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher. Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process.
Refer: ISO 3506-2 Annex F




% J.C. GUPTA & SONS  *™ s
- Fastener Super Speciality

Since : 1993 #7/A, Sree Venkateshwara Building, Sadar Patrappa Road, Bengaluru - 560002
Q 41478141, 9880539870 @www.jcfasteners.com )X( sales@jcfasteners.com

DIN 2093 DISC SPRING WASHER Catalogue Datasheet B9D18
De AlSI 301

Di o
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For ?crew Item Code I nsicg (?utsnde Height Thickness
Size Diameter Diameter
d DiTolH12 | DeTol h12 lo t Tol

B9D18111 11.2 22.5 1.40 0.60 +0.02 -0.06

M1l B9D1811222 11.2 22,5 1.45 0.80 +0.03 -0.09
B9D1811322 11.2 22,5 1.75 1.25 +0.04 -0.12
B9D1812125 12.2 25.0 1.60 0.70

M12 B9D1812225 12.2 25.0 1.60 0.90 | 10:03-0.09
B9D1812325 12.2 25.0 1.90 1.50 +0.04 -0.12
B9D1814128 14.2 28.0 1.80 0.80 +0.03 -0.09

M14 B9D1814228 14.2 28.0 1.80 1.00 +0.03 -0.09
B9D1814328 14.2 28.0 2.15 1.50 +0.04 -0.12
B9D1816131 16.3 31.5 1.85 0.80 +0.03 -0.09

M16 B9D1816231 16.3 31.5 2.00 1.25 +0.04 -0.12
B9D1816331 16.3 31.5 2.30 1.75
B9D1818135 18.3 35.5 2.05 0.90 +0.03 -0.09

M18 B9D1818235 18.3 35.5 2.15 1.25 +0.04 -0.12
B9D1818335 18.3 35.5 2.65 2.00
B9D1820140 20.4 40.0 2.30 1.00 +0.03 -0.09

M20 B9D1820240 20.4 40.0 2.45 1.50
B9D1820340 20.4 40.0 2.80 2.00 +0.04 -0.12
B9D1820440 20.4 40.0 2.95 2.25
B9D1822145 22.4 45.0 2.85 1.25

M22 B9D1822245 22.4 45.0 3.00 1.75 +0.04 -0.12
B9D1822345 22.4 45.0 4.10 2.50
B9D1824150 25.4 50.0 2.85 1.25

M24 B9D1824250 25.4 50.0 3.40 2.00 +0.04 -0.12
B9D1824350 25.4 50.0 4.30 3.00

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher. Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process.
Refer: 1ISO 3506-2 Annex F




