
DIN 928 SQUARE WELD NUT Catalogue Datasheet B4C28

Quote the item code given below with your order/ inquiries: Dimensions in mm

Thread Size Nut Height m Across Flat S
Across 

Corners
Projection

Sheet 

Thickness

d
 h14 

tolerance

 h14 

tolerance
e min h ±0.10 min - max

M4 x 0.7 3.5 7.0 9.0 0.60 0.75 - 3.00

M5 x 0.8 4.2 9.0 12.0 0.80 0.88 - 3.50

M6 x 1.0 5.0 10.0 13.0 0.80 0.88 - 4.00

M8 x 1.25 6.5 14.0 18.0 1.00 1.00 - 4.50

M10 x 1.5 8.0 17.0 22.0 1.20 1.25 - 5.00

M12 x 1.75 9.5 19.0 25.0 1.40 1.5 - 5.00

M14 x 2.0 11.4 22.0 28.0 1.40 1.5 - 5.00

M16 x 2.0 13.0 24.0 32.0 1.60 1.5 - 5.50

Sizes in blue are non-preferred with limited availability. MOQ is higher Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing 

process.  Refer: ISO 3506-2 Annex F

B4C2812000

Item Code

B4C2804000

B4C2805000

B4C2806000

B4C2808000

B4C2810000

AISI 304 A2

B4C2814000

B4C2816000


