
DIN 929 HEX WELD NUT Catalogue Data Sheet C0C27

Max Carbon 0.25%

Quote the item code given below with your order/ inquiries: Dimensions in MM

Thread Size
Nut 

Height
Across 

Flat
Spigot 

Dia

d m tol h14 s tol h13 d2 tol d11 h1 Tol h2 Tol

M3x0.5 3.00 7.50 4.50 0.55 +0 -0.1 0.25 +0 -0.1

M4x0.7 3.50 9.00 6.00 0.65 +0 -0.1 0.35 +0 -0.1

M5x0.8 4.00 10.00 7.00 0.70 +0 -0.1 0.40 +0 -0.1

M6x1.0 5.00 11.00 8.00 0.75 +0 -0.15 0.50 +0 -0.1

M8x1.25 6.50 14.00 10.50 0.90 +0 -0.15 0.50 +0 -0.15

M10x1.5 8.00 17.00 12.50 1.15 +0 -0.2 0.65 +0 -0.15

M12x1.75 10.00 19.00 14.80 1.40 +0 -0.2 0.80 +0 -0.2

M14x2.0 10.00 19.00 14.80 1.40 +0 -0.2 1.00 +0 -0.2

M16x2.0 10.00 24.00 18.80 1.80 +0 -0.2 1.00 +0 -0.2

Sizes in blue are non-preferred with limited availability. MOQ is higher Data is strictly informative

Carbon-Steel

B4C2703000

B4C2716000

Item Code

B4C2704000

B4C2705000

B4C2706000

B4C2708000

B4C2710000

B4C2714000

B4C2712000

Welding 
Projection

Spigot 
Projection


