
DIN 933 HEX SCREW Catalogue Datasheet R1A21

Dimensions in mm

Dia→  

Parameter↓
M3x0.5 M4x0.7 M5x0.8 M6x1.0 M8x1.25 M10x1.5 M12x1.75 M16x2.0

s max 5.50 7.00 8.00 10.00 13.00 17.00 19.00 24.00

s min 5.32 6.78 7.78 9.78 12.73 16.73 18.67 23.67

k max 2.12 2.92 3.65 4.15 5.45 6.58 7.68 10.18

k min 1.88 2.68 3.35 3.85 5.15 6.22 7.32 9.71

e min 6.01 7.66 8.79 11.05 14.38 18.90 21.10 26.75

Classification ASTM Material N C H Fe O Ti

PURE 

TITANIUM
GRADE 2 Ti-Grade 2 < 0.03 < 0.08 < 0.015 < 0.30 < 0.25 Bal.

Quote the item code given below with your order/ inquiries:

Dia→   

Length ↓  
M3x0.5 M4x0.7 M5x0.8 M6x1.0 M8x1.25 M10x1.5 M12x1.75 M16x2.0

8 R1A2103008 R1A2104008 R1A2105008

10 R1A2103010 R1A2104010 R1A2105010 R1A2106010

12 R1A2103012 R1A2104012 R1A2105012 R1A2106012 R1A2108012

16 R1A2103016 R1A2104016 R1A2105016 R1A2106016 R1A2108016 R1A2110016 R1A2112016

20 R1A2103020 R1A2104020 R1A2105020 R1A2106020 R1A2108020 R1A2110020 R1A2112020 R1A2116020

25 R1A2103025 R1A2104025 R1A2105025 R1A2106025 R1A2108025 R1A2110025 R1A2112025 R1A2116025

30 R1A2103030 R1A2104030 R1A2105030 R1A2106030 R1A2108030 R1A2110030 R1A2112030 R1A2116030

35 R1A2103035 R1A2104035 R1A2105035 R1A2106035 R1A2108035 R1A2110035 R1A2112035 R1A2116035

40 R1A2104040 R1A2105040 R1A2106040 R1A2108040 R1A2110040 R1A2112040 R1A2116040

45 R1A2104045 R1A2105045 R1A2106045 R1A2108045 R1A2110045 R1A2112045 R1A2116045

50 R1A2104050 R1A2105050 R1A2106050 R1A2108050 R1A2110050 R1A2112050 R1A2116050

55 R1A2106055 R1A2108055 R1A2110055 R1A2112055 R1A2116055

60 R1A2106060 R1A2108060 R1A2110060 R1A2112060 R1A2116060

65 R1A2106065 R1A2108065 R1A2110065 R1A2112065 R1A2116065

70 R1A2106070 R1A2108070 R1A2110070 R1A2112070 R1A2116070

75 R1A2108075 R1A2110075 R1A2112075 R1A2116075

80 R1A2108080 R1A2110080 R1A2112080 R1A2116080

90 R1A2108090 R1A2110090 R1A2112090 R1A2116090

100 R1A2108100 R1A2110100 R1A2112100 R1A2116100

Sizes in blue are non-preferred with limited availability. MOQ is higher Data is strictly informative.

Chemical composition (wt%)

ASTM Ti-Grade2


