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~DIN 934 HEX NUT

Fastener Super Speciality

)

GSTIN : 29AABFJ2719C1Z0O

IEC : 00710030274

Catalogue Datasheet B4C31-micro

4 _
Quote the item code given below with your order/ inquiries: Dimensions in mm
Nsc;zme;:?l e Wig;l:r::rrsoss Width Across flat s Thickness m
Thread Size e min Min Max Min Max
M1 x 0.25 | B4C3101000 2.71 2.40 2.50 0.55 0.80
M1.2 x 0.25 | B4C3110200 3.28 2.90 3.00 0.75 1.00
M1.4 x 0.3 | B4C3110400 3.28 2.90 3.00 0.95 1.20
M1.6 x 0.35 | B4C3110600 3.41 3.02 3.20 0.20 1.30
M2 x0.4 B4C3102000 4.32 3.82 4.00 1.35 1.60
M2.2 x 0.45 | B4C3120200 4.88 4.32 4.50 1.55 1.80
M2.3 x 0.4 | B4C3123000 4.88 4.32 4.50 1.55 1.80
M2.5 x 0.45 | B4C3120500 5.45 4.82 5.00 1.75 2.00
M2.6 x 0.45 | B4C3120600 5.45 4.82 5.00 1.75 2.00
M3 x 0.5 B4C3103000 6.01 5.32 5.50 2.15 2.40
M3.5x 0.6 | B4C3130500 6.01 5.82 6.00 2.55 2.80
M4 x 0.7 B4C3104000 7.66 6.78 7.00 2.90 3.20
Sizes in Blue are non preferred sizes. Availability may be limited and MOQ higher Data is strictly informative
Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing
process. Refer: ISO 3506-2 Annex F




