
         Catalogue Data Sheet  B4A18
DIN 975 THREAD RODS

Dimensions in MM

M4 x 0.7 M5 x 0.8 M6 x 1.0 M8 x 1.25 M10 x 1.5 M12 x 1.75

B4A1804001 B4A1805001 B4A1806001 B4A1808001 B4A1810001 B4A1812001

± 15mm ± 15mm ± 15mm ± 15mm ± 15mm ± 15mm

B4A1804002 B4A1805002 B4A1806002 B4A1808002 B4A1810002 B4A1812002

± 30mm ± 30mm ± 30mm ± 30mm ± 30mm ± 30mm

M14 x 2.0 M16 x 2.0 M18 x 2.5 M20 x 2.5 M22 x 2.5 M24 x 3.0

B4A1816001 B4A1805001 B4A1806001 B4A1808001 B4A1810001 B4A1812001

± 15mm ± 15mm ± 15mm ± 15mm ± 15mm ± 15mm

B4A1804002 B4A1805002 B4A1806002 B4A1808002 B4A1810002 B4A1812002

± 30mm ± 30mm ± 30mm ± 30mm ± 30mm ± 30mm

M27 x 3.0 M30 x 3.5 M33 x 3.5 M36 x 4.0 M39 x 4.0 M42 x 4.5

B4A1816001 B4A1805001 B4A1806001 B4A1808001 B4A1810001 B4A1812001

± 15mm ± 15mm ± 15mm ± 15mm ± 15mm ± 15mm

B4A1804002 B4A1805002 B4A1806002 B4A1808002 B4A1810002 B4A1812002

± 30mm ± 30mm ± 30mm ± 30mm ± 30mm ± 30mm

Sizes in BLUE are non-prefered. Availability is limited and MOQ is higher.Data is strictly informative
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AISI 304 A2

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the 
manufacturing process.  Refer: ISO 3506-2 Annex F
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