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J.C. GUPTA & SONS

Flush Nut F

For use in Steel Sheets max HRB 78

Profile for

Fastener Super Speciality
#7/A, Sree Venkateshwara Building, Sadar Patrappa Road, Bengaluru - 560002

Profile for -2, -3, -4,

GSTIN : 29AABFJ2719C1Z0

IEC : 00710030274

Catalogue Datasheet B4C71

-1 shank code. & -5 shank codes.
H r’A& <A =
Cc &
Dimensions in mm
Size > M2x0.4 M2.5x0.45 M3x0.5 M4x0.7 M5x0.8 M6x1.0
C max 4.35 4.35 4.35 7.35 7.90 8.72
H (Across Flat) 4.80 4.80 4.80 7.90 8.70 9.50
nom
b 437 437 4.37 7.37 7.92 8.74
sheet + 0.08
Min 6.00 6.00 6.00 7.20 8.00 8.80
centre to edge
Quote the item code given below with your order/ inquiries:
Size Item Code R Shank A Mating Screw Axlal tEREg Installation Force kN Pushout Force N
Shank Thickness tightening torque |  strength
Code PART NUMBER )
d Min Max Nm kN AL ST AL ST
1 B4C7102001 1.53 1.53
M2x0.4 0.14 0.54 8.90 13.30 665 890
2 B4C7102002 2.32 2.30
1 B4C7120501 1.53 1.53
M2.5x0.45 0.20 0.64 8.90 13.30 665 890
2 B4C7120502 2.32 2.30
1 B4C7103001 1.53 1.53
M3x0.5 0.32 0.80 8.90 13.30 665 890
2 B4C7103002 2.32 2.30
1 B4C7104001 1.53 1.53
M4ax0.7 0.52 0.94 8.90 17.80 1060 1060
2 B4C7104002 2.32 2.30
1 B4C7105001 1.53 1.53
M5x0.8 0.80 1.20 11.10 22.20 1050 1060
2 B4C7105002 2.32 2.30
3 B4C7106003 3.18 3.04
M6x1.0 4 B4C7106004 3.96 3.84 3.00 4.00 15.60 26.70 2800 3600
5 B4C7106005 4.75 4.63

Sizes in BLUE are non-prefered. Availability is limited and MOQ_is higher.

Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing process.
Refer: 1ISO 3506-2 Annex F

INSTALLATION

Punch or drill a hole as specified.
Mo futher hole preparation is required.
Seat fastener squarely in hole.

Flat Punch

-
Flat Anvil

Sqgeeze fastener into panel until
hexagon head is no longer visible.




