
SPLIT Blind Nut   GO-FOUR

    Dimensions in MM

Thread Size Part No Grip Range Hole Size Body Dia L D2 k Pull-In
Maximum 

Torque

Body Length Collar Dia
Collar        

Thickness

M4 x 0.7 1GR A2C7404001G 0.1 - 5.0 mm 8.0 mm 8.0 17 12.0 1.6 245 N 2.0 Nm

M4 X 0.7 2GR A2C7404002G 5.0 - 10.0 mm 8.0 mm 8.0 22 12.0 1.6 245 N 2.0 Nm

M5 x 0.8 1GR A2C7405001G 0.1 - 5.0 mm 10.0 mm 10.0 18 13.9 1.6 295 N 3.0 Nm

M5 x 0.8 2GR A2C7405002G 5.0 - 10.0 mm 10.0 mm 10.0 23 13.9 1.6 295 N 3.0 Nm

M6 x 1.0 1GR A2C7406001G 0.1 - 5.0 mm 12.0 mm 12.0 18.5 16.0 1.6 390 N 3.0 Nm

M6 x 1.0 2GR A2C7406002G 5.0 -  10.0 mm 12.0 mm 12.0 23 16.0 1.6 390 N 3.0 Nm

M8 x 1.25 1GR A2C7408001G 0.1 - 5.0 mm 16.0 mm 15.0 20.5 18.0 1.8 490 N 4.2 Nm

M8 x 1.25 2GR A2C7408002G 5.0 - 10.0 mm 16.0 mm 15.0 25.5 18.0 1.8 490 N 4.2 Nm

Data is strictly informative

Steel zinc plated [ AISI 1008 ]Catalogue Sheet No. A2C74G


