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Catalogue Datasheet B6C12

SS-316 A4 (SS 1.4401)

HEX STANDOFF M-F (E.T. Spacer)
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Dimensions in mm

Dimd, SIZE > M2x0.4 M2.5x0.45 M3x0.5 M3x0.5 ALT| M4x0.7 M5x0.8
Ext thread M = 6.00 6.00 6.00 12.00 6.00 7.00
Across Flat S max 6.00 6.00 6.00 6.00 7.00 7.00
Across Flat S min 5.75 5.75 5.75 5.75 6.73 6.73
Ext thread runout a 1.60 1.80 2.00 2.00 2.80 3.20
L-1.5mm L-1.5mm L-1.5mm L-1.5mm L-1.5mm L-1.5mm
Int thread F nom
Max 6mm Max 6mm Max 8mm Max 8mm Max 8mm Max 10mm
Note: Internal Thread length will be approx. 1.5 mm lesser than body length
Quote the item code given below with your order/ inquiries:
Length, SIZE - M2x0.4 M2.5x0.45 M3x0.5 M3x0.5 ALT M4x0.7 M5x0.8
4 B6C1202004 | B6C1220504 | B6C1203004 | B6C1203104
5 B6C1202005 | B6C1220505 | B6C1203005 | B6C1203105
6 B6C1202006 | B6C1220506 | B6C1203006 | B6C1203106 | B6C1204006
8 B6C1202008 | B6C1220508 | B6C1203008 | B6C1203108 | B6C1204008 | B6C1205008
10 B6C1202010 | B6C1220510 | B6C1203010 | B6C1203110 | B6C1204010 | B6C1205010
12 B6C1202012 | B6C1220512 | B6C1203012 | B6C1203112 | B6C1204012 | B6C1205012
15 B6C1202015 | B6C1220515 | B6C1203015 | B6C1203115 | B6C1204015 | B6C1205015
18 B6C1202018 | B6C1220518 | B6C1203018 | B6C1203118 | B6C1204018 | B6C1205018
20 B6C1202020 | B6C1220520 | B6C1203020 | B6C1203120 | B6C1204020 | B6C1205020
25 B6C1202025 | B6C1220525 | B6C1203025 | B6C1203125 | B6C1204025 | B6C1205025
30 B6C1203030 | B6C1203130 | B6C1204030 | B6C1205030
35 B6C1203035 | B6C1203135 | B6C1204035 | B6C1205035
40 B6C1203040 | B6C1203140 | B6C1204040 | B6C1205040
45 B6C1203045 | B6C1203145 | B6C1204045 | B6C1205045
50 B6C1203050 | B6C1203150 | B6C1204050 | B6C1205050

Sizes in blue are non-preferred with limited availability. MOQ is higher
For spacers in Marine Grade AISI-316 A4 plan for long lead times.

Data is strictly informative

Note: All Austenitic Stainless Steel Fasteners may exhibit some magnetic properties due to the manufacturing
process. Refer: 1ISO 3506-2 Annex F




